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(57)Abstract: 

PROBLEM TO BE SOLVED: To two-dimensionally uniformize 
optical characteristics of optical members such as light 
transmission characteristics of a color filter, color displaying 
characteristics of a liquid crystal device, light emitting 
characteristics of an EL(electroluminescence) light emitting face 
or the like. 

SOLUTION: The method for manufacturing the color filter 
consists of manufacturing the same prepared by aligning a 
plurality of dot shaped filter elements 3 on a substrate 12. While 
principally scanning the substrate 1 2 in X-direction with an inkjet 
head 22 having a nozzle row 28 composed of a plurality of nozzles 
27 aligned in a row shape, filter materials are selectively 
discharged from a plurality of the nozzles 27 and filter elements 3 
are formed on filter element regions 7. A plurality of the nozzles 
27 are divided into a plurality of groups and the principal scanning 
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i<r repeated two or more times by subsidiarily scanning the inkjet head 22 in Y-direction with a distance 
d so as to make these nozzle groups scan the same part of the substrate 12 in duplication. 
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CLAIMS 



[Claim(s)] 

[Claim 1] It is the manufacture approach of a color filter of manufacturing the color filter which arranges 
two or more filter elements and changes on a substrate. The ink jet head with which it has the nozzle 
train which arranges two or more nozzles to seriate, and changes, and comes to divide this nozzle train 
into two or more groups, and the process which moves one side of said substrates to a main scanning 
direction to another side, So that the process which breathes out a filter material alternatively from said 
two or more nozzles, and forms said filter element on said substrate, and some each aforementioned 
group [ at least ] can scan the part with said same substrate to said main scanning direction The 
manufacture approach of the color filter characterized by providing the process to which vertical 
scanning of either said ink jet head or said substrates is carried out to another side. 
[Claim 2] The manufacture approach of the color filter characterized by carrying out vertical-scanning 
migration of either said ink jet head or the substrates to another side by the die length of the integral 
multiple said nozzle group's vertical-scanning lay length in claim 1. 

[Claim 3] It is the manufacture approach of the color filter characterized by said nozzle train inclining to 
said direction of vertical scanning in claim 1 or claim 2. 

[Claim 4] It is the manufacture approach of the color filter characterized by said vertical-scanning 

movement magnitude delta being delta**(L/n) costheta when setting to theta the include angle at which 

n and said nozzle train accomplish the number of said nozzle groups formed of L and said division in said 

nozzle queue length with said direction of vertical scanning in any one of claim 1 to claims 3. 

[Claim 5] It is the manufacture approach of the color filter characterized by not making ink breathe out 

from some nozzles for both ends of said nozzle train in any one of claim 1 to claims 3. 

[Claim 6] It is the manufacture approach of the color filter characterized by said vertical-scanning 

movement magnitude delta being delta**(L/n) costheta when setting to theta the include angle at which 

n and said nozzle train accomplish the number of said nozzle groups formed of L and said division in the 

die length of the part except the both-ends nozzle made not to make said ink breathe out among said 

nozzle trains in claim 5 with said direction of vertical scanning. 

[Claim 7] It is the manufacture approach of the color filter characterized by breathing out the filter 
material of a color which is mutually different from the nozzle train of each ink jet head while two or 
more said ink jet heads are prepared in claim 1. 

[Claim 8] It is the manufacture approach of the color filter characterized by breathing out said filter 
material of a color which is mutually different from each aforementioned nozzle train while said nozzle 
train of plurality [ head / said / ink jet ] is established in claim 1. 

[Claim 9] It is the manufacturing installation of a color filter which manufactures the color filter which 
arranges two or more filter elements and changes on a substrate. The ink jet head with which it has the 
nozzle train which arranges two or more nozzles to seriate, and changes, and comes to divide this 
nozzle train into two or more groups, An ink supply means to supply a filter material to this ink jet head, 
The horizontal-scanning driving means which moves either said ink jet head or said substrates to a main 
scanning direction to another side. The vertical-scanning driving means which moves either said ink jet 
head or said substrates in the direction of vertical scanning to another side, The nozzle regurgitation 



control means which controls the regurgitation of the ink from said two or more nozzles, So that it may 
have the horizontal-scanning control means which controls actuation of said horizontal-scanning driving 
means, and the vertical-scanning control means which controls actuation of said vertical-scanning 
driving means and some each aforementioned group [ at least ] can scan the part with said same 
substrate to said main scanning direction The manufacturing installation of the color filter characterized 
by carrying out vertical scanning of either said ink jet head or said substrates to another side. 
[Claim 10] It is the manufacture approach of liquid crystal equipment of having the color filter which 
arranges two or more filter elements and changes on the substrate of the pair which pinches liquid 
crystal, and one [ at least ] substrate. The ink jet head with which it has the nozzle train which arranges 
two or more nozzles to seriate, and changes, and comes to divide this nozzle train into two or more 
groups, and the process which moves one side of said substrates to a main scanning direction to 
another side, So that the process which breathes out a filter material alternatively from said two or 
more nozzles, and forms said filter element on said substrate, and some each aforementioned group [ at 
least ] can scan the part with said same substrate to said main scanning direction The manufacture 
approach of the liquid crystal equipment characterized by providing the process to which vertical 
scanning of either said ink jet head or said substrates is carried out to another side. 
[Claim 1 1] In the manufacturing installation of liquid crystal equipment which has the color filter which 
arranges two or more filter elements and changes on the substrate of the pair which pinches liquid 
crystal, and one [ at least ] substrate The ink jet head with which it has the nozzle train which arranges 
two or more nozzles to seriate, and changes, and comes to divide this nozzle train into two or more 
groups. An ink supply means to supply a filter material to this ink jet head. The horizontal-scanning 
driving means which moves either said ink jet head or said substrates to a main scanning direction to 
another side. The vertical-scanning driving means which moves either said ink jet head or said 
substrates in the direction of vertical scanning to another side. The nozzle regurgitation control means 
which controls the regurgitation of the ink from said two or more nozzles. So that it may have the 
horizontal-scanning control means which controls actuation of said horizontal-scanning driving means, 
and the vertical-scanning control means which controls actuation of said vertical-scanning driving 
means and some each aforementioned group [ at least ] can scan the part with said same substrate to 
said main scanning direction The manufacturing installation of the liquid crystal equipment characterized 
by carrying out vertical scanning of either said ink jet head or said substrates to another side. 
[Claim 12] In the manufacture approach of EL equipment that each arranges two or more picture 
element pixels containing EL luminous layer on a substrate, and changes The ink jet head with which it 
has the nozzle train which arranges two or more nozzles to seriate, and changes, and comes to divide 
this nozzle train into two or more groups, and the process which moves one side of said substrates to a 
main scanning direction to another side. So that the process which breathes out EL luminescent 
material alternatively from said two or more nozzles, and forms said EL luminous layer on said substrate, 
and some each aforementioned group [ at least ] can scan the part with said same substrate to said 
main scanning direction The manufacture approach of EL equipment characterized by providing the 
process to which vertical scanning of either said ink jet head or said substrates is carried out to another 
side. 

[Claim 13] In the manufacturing installation of EL equipment with which each arranges two or more 
picture element pixels containing EL luminous layer on a substrate, and changes The ink jet head with 
which it has the nozzle train which arranges two or more nozzles to seriate, and changes, and comes to 
divide this nozzle train into two or more groups. An ink supply means to supply EL luminescent material 
to this ink jet head. The ink jet head with which it has the nozzle train which arranges two or more 
nozzles to seriate, and changes, and comes to divide this nozzle train into two or more groups, An ink 
supply means to supply said EL luminescent material to said ink jet head, The horizontal-scanning 
driving means which moves either said ink jet head or said substrates to a main scanning direction to 
another side, The vertical-scanning driving means which moves either said ink jet head or said 
substrates in the direction of vertical scanning to another side. The nozzle regurgitation control means 



which, controls the regurgitation of the ink from said two or more nozzles, So that it may have the 
horizontal-scanning control means which controls actuation of said horizontal-scanning driving means, 
and the vertical-scanning control means which controls actuation of said vertical-scanning driving 
means and some each aforementioned group [ at least ] can scan the part with said same substrate to 
said main scanning direction The manufacturing installation of EL equipment characterized by carrying 
out vertical scanning of either said ink jet head or said substrates to another side. 

[Claim 14] In the control unit of an ink jet head used in case the optical member which arranges two or 
more color patterns and changes on a substrate is manufactured The ink jet head with which it has the 
nozzle train which arranges two or more nozzles to seriate, and changes, and comes to divide this 
nozzle train into two or more groups, An ink supply means to supply a filter material to this ink jet head, 
The horizontal-scanning driving means which moves either said ink jet head or said substrates to a main 
scanning direction to another side, The vertical-scanning driving means which moves either said ink jet 
head or said substrates in the direction of vertical scanning to another side, The nozzle regurgitation 
control means which controls the regurgitation of the ink from said two or more nozzles, So that it may 
have the horizontal-scanning control means which controls actuation of said horizontal-scanning driving 
means, and the vertical-scanning control means which controls actuation of said vertical-scanning 
driving means and some each aforementioned group [ at least ] can scan the part with said same 
substrate to said main scanning direction The control unit of the ink jet head characterized by carrying 
out vertical scanning of either said ink jet head or said substrates to another side. 
[Claim 15] It has the nozzle train which is an approach for carrying out the regurgitation of the 
ingredient to an object, arranges two or more nozzles to seriate, and changes. The head with which it 
comes to divide said nozzle train into two or more groups, and the process which moves one side of said 
objects to a main scanning direction to another side, So that the process which carries out the 
regurgitation of the ingredient alternatively toward said object from said two or more nozzles, and some 
each aforementioned group [ at least ] can scan the part with said same substrate to said main scanning 
direction The regurgitation approach of the ingredient characterized by providing the process to which 
vertical scanning of either said head or said objects is carried out to another side. 
[Claim 16] The regurgitation approach of the ingredient characterized by repeating said horizontal 
scanning two or more times, and performing it in claim 15, carrying out vertical-scanning migration of 
either said head or an object by the die length of the integral multiple said group's vertical-scanning lay 
length. 

[Claim 17] It is the regurgitation approach of the ingredient characterized by being arranged and 
becoming so that said two or more nozzles may incline to said direction of vertical scanning in claim 15 
or claim 16. 

[Claim 18] It is the regurgitation approach of the ingredient characterized by said vertical-scanning 
movement magnitude delta being delta**(L/n) costheta when setting to theta the include angle at which 
n and said nozzle train accomplish the number of said groups formed of L and said division in said nozzle 
queue length with said direction of vertical scanning in any one of claim 15 to claims 17. 
[Claim 19] It is the regurgitation approach of the ingredient characterized by not making an ingredient 
breathe out from some nozzles for both ends of said nozzle train in any one of claim 15 to claims 17. 
[Claim 20] It is the regurgitation approach of the ingredient characterized by said vertical-scanning 
movement magnitude delta being delta**(L/n) costheta when setting to theta the include angle at which 
n and said nozzle train accomplish the number of said nozzle groups formed of L and said division in the 
die length of the part except the both-ends nozzle made not to make said ingredient breathe out among 
said nozzle trains in claim 19 with said direction of vertical scanning. 

[Claim 21] The head with which it has the nozzle train which is regurgitation equipment of the ingredient 
for carrying out the regurgitation of the ingredient to an object, arranges two or more nozzles to seriate, 
and changes, and comes to divide this nozzle train into two or more groups, The ingredient supply 
element which supplies a TA ingredient to this head, and the horizontal-scanning drive element made to 
move either said head or said objects to a main scanning direction to another side, The vertical- 



scanning drive element made to move either said ink jet head or said substrates in the direction of 
vertical scanning to another side, So that it may have the nozzle regurgitation control member which 
controls the regurgitation of said ingredient from said two or more nozzles and each aforementioned 
group can scan the same part of said object to said main scanning direction Regurgitation equipment of 
the ingredient characterized by carrying out vertical scanning of either said ink jet head or said objects 
to another side. 

[Claim 22] Electronic equipment carrying the liquid crystal equipment manufactured using the 
manufacture approach of liquid crystal equipment according to claim 10. 

[Claim 23] Electronic equipment carrying EL equipment manufactured using the manufacture approach 
of EL equipment according to claim 1 2. 
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DETAILED DESCRIPTION 



[Detailed Description of the Invention] 
[0001] 

[Field of the Invention] This invention relates to the manufacture approach and manufacturing 
installation which manufacture the color filter used for optical equipment called liquid crystal equipment 
etc. Moreover, this invention relates to the manufacture approach of liquid crystal equipment and 
manufacturing installation which have a color filter. Moreover, this invention relates to the manufacture 
approach of EL equipment and manufacturing installation which display using EL luminous layer. 
Moreover, it is related with the regurgitation approach of the ingredient which carries out the 
regurgitation of the ingredient to an object, and the regurgitation equipment of an ingredient. 
Furthermore, it is related with the electronic equipment carrying the liquid crystal equipment 
manufactured using these manufacture approach, or EL equipment. 
[0002] 

[Description of the Prior Art] In recent years, displays, such as liquid crystal equipment and EL 
equipment, are widely used for the display of electronic equipment, such as a portable telephone and a 
pocket mold computer. Moreover, recently, the full color display is performed more often with the 
display. The full color display by liquid crystal equipment is performed by letting the light modulated by 
for example, the liquid crystal layer pass to a color filter. And a color filter is formed in the front face of 
the substrate formed by glass, plastics, etc. by putting each color filter element of the shape of a dot of 
R (red), G (green), and B (blue) in order in predetermined arrays, such as a stripe array, a delta array, or 
a mosaic array. 

[0003] moreover, when EL equipment performs a full color display On for example, the front face of the 
substrate formed by glass, plastics, etc. Each color EL luminous layer of the shape of a dot of R (red), G 
(green), and B (blue) For example, a stripe array, Arrange in predetermined arrays, such as a delta array 
or a mosaic array, pinch these EL luminous layers with the electrode of a pair, and a picture element 
pixel is formed. By controlling the electrical potential difference impressed to these electrodes for every 
picture element pixel, the picture element pixel concerned is made to emit light by the color of hope, 
and this performs a full color display. 

[0004] When carrying out patterning of each color picture element pixel, such as a case where 
patterning of each color filter element of a color filter, such as R, G, and B, is carried out conventionally, 
and R, G, B of EL equipment, using the photolithography method is known. However, when this 
photolithography method was used, since that a process is complicated, each charge of color material, a 
photoresist, etc. were consumed so much, there was a problem that cost became high etc. 
[0005] In order to solve this problem, the approach of forming a filament, EL luminous layer, etc. of a 
dot-like array was proposed by carrying out the regurgitation of a filter material, the EL luminescent 
material, etc. to the shape of a dot by the ink jet method. 

[0006] The case where two or more filter elements 303 arranged in the shape of a dot are now formed 
in the contrant region of the substrate of the large area formed by glass, plastics, etc. and two or more 
panel fields 302 set as the so-called front face of a mother board 301 in drawing 22 (a) based on the ink 
jet method as shown in drawing 22 (b) is considered. In this case, to drawing 22 (b), as shown, for 



example in drawing 22 (c), as an arrow head A1 and an arrow head A2 show, the ink jet head 306 which 
has the nozzle train 305 which arranges two or more nozzles 304 to seriate, and changes A filter 
element 303 is formed in the location of choice by carrying out the regurgitation of ink, i.e., the filter 
material, alternatively from two or more nozzles among those horizontal scanning, carrying out multiple- 
times ( drawing 22 2 times) horizontal scanning about one panel field 302. 

[0007] Since a filter element 303 is formed by arranging each color, such as R, G, and B, with proper 
array gestalten, such as a stripe array, a delta array, and a mosaic array The ink regurgitation processing 
by the ink jet head 306 shown in drawing 22 (b) Only three classification by color of R, G, B, etc. forms 
beforehand the ink jet head 306 which carries out the regurgitation of the monochrome of R, G, and B, 
and 3 color arrays, such as R, G, and B, are formed on one mother board 301, using those ink jet heads 
306 one by one. 
[0008] 

[Problem(s) to be Solved by the Invention] By the way, as variation is generally in the ink discharge 
quantity of two or more nozzles 304 which constitute the nozzle train 305 about the ink jet head 306. 
for example, it is shown in drawing 23 (a), there is much discharge quantity of the location corresponding 
to the both ends of the nozzle train 305, the degree has many the center sections, and it has the ink 
regurgitation property Q that little discharge quantity of those pars intermedia is. 

[0009] Therefore, as it was shown in drawing 22 (b). when a filter element 303 was formed by the ink jet 
head 306, as shown in drawing 23 (b). a stripe with deep concentration will be formed in both P1 and P2 
[ the location P1 corresponding to the edge of the ink jet head 306 a center section P2, or ], and there 
was a problem that the superficial light transmission property of a color filter became an ununiformity. 
[0010] This invention is accomplished in view of the above-mentioned trouble, and aims at offering the 
manufacture approach of each optical member and manufacturing installation as for which the optical 
property of optical members, such as the light transmission property of a color filter, the color display 
property of liquid crystal equipment, and the luminescence property of EL luminescence side, is 
superficially made to homogeneity. 
[0011] 

[Means for Solving the Problem] (1) In order to attain the above-mentioned purpose, the manufacture 
approach of the color filter concerning this invention It is the manufacture approach of a color filter of 
manufacturing the color filter which arranges two or more filter elements and changes on a substrate. 
The inkjet head with which it has the nozzle train which arranges two or more nozzles to seriate, and 
changes, and comes to divide this nozzle train into two or more groups, and the process which moves 
one side of said substrates to a main scanning direction to another side, So that the process which 
breathes out a filter material alternatively from said two or more nozzles, and forms said filter element 
on said substrate, and some each aforementioned group [ at least ] can scan the part with said same 
substrate to said main scanning direction It is characterized by providing the process to which vertical 
scanning of either said inkjet head or said substrates is carried out to another side. 
[0012] According to the manufacture approach of the color filter of this configuration, each filter 
element in a color filter Since it is not formed of one scan of an inkjet head and is formed in 
predetermined thickness by receiving the ink regurgitation in piles by two or more nozzles belonging to a 
different nozzle group Even when variation exists in ink discharge quantity among two or more nozzles 
temporarily, it can prevent that variation arises in thickness among two or more filter elements, and. so. 
the light transmission property of a color filter can be superficially made into homogeneity. 
[0013] Of course, since the manufacture approach of the color filter of this invention is an approach of 
using an inkjet head, there is also no need of passing through a complicated process like the approach 
using the photolithography method, and an ingredient is not wasted. 

[0014] In the manufacture approach of the color filter of the above-mentioned configuration, vertical- 
scanning migration of either said inkjet head or the substrates can be carried out to another side by the 
die length of the integral multiple said nozzle group's vertical-scanning lay length. If it carries out like 
this, two or more nozzle groups will scan the part with said same substrate in piles, and ink will be 



supplied in piles to each filter-element field by the nozzle in each nozzle group. 

[0015] Moreover, in the manufacture approach of the color filter of the above-mentioned configuration, 
to said direction of vertical scanning, said nozzle train inclines and can be arranged. A nozzle train is 
formed by arranging two or more nozzles to seriate, in this case — a nozzle — a train — arrangement - 
- a condition — an ink jet — a head — vertical scanning — a direction — receiving — being parallel — 
supposing — a nozzle — from — breathing out — having had — a filter element — an ingredient — 
forming — having — a filter element — adjoining each other — although — the pitch between nozzles 
of two or more nozzles of a between in which spacing, i.e., the pitch between elements, forms a nozzle 
train — equal — becoming . 

[0016] Although it is good as [ above ] when the pitch between elements may be equal to the pitch 
between nozzles, in such a case, it is rather a rare case, and, as for the present condition, there is 
usually much direction when the pitch between elements differs from the pitch between nozzles. Thus, 
when the pitch between elements differs from the pitch between nozzles, the die length which met in 
the direction of vertical scanning of the pitch between nozzles can be doubled with the pitch between 
elements like the above-mentioned configuration by making a nozzle train incline to the direction of 
vertical scanning of an ink jet head. In addition, although the location of each nozzle which constitutes a 
nozzle train will shift forward and backward about a main scanning direction in this case, the ink droplet 
from each nozzle can be supplied to the location of hope by the ability shifting the regurgitation timing 
of the filter-element ingredient from each nozzle to this. 

[0017] Moreover, in the manufacture approach of the color filter of the above-mentioned configuration, 
the die length of vertical-scanning migration of an ink jet head can be determined as follows. That is, 
when setting to theta the include angle at which n and said nozzle train accomplish the number of said 
groups formed of L and said division in said nozzle queue length with said direction of vertical scanning, 
die-length delta of said vertical-scanning migration can be set to delta**(L/n) costheta. According to 
this configuration, an ink jet head can move two or more nozzles in the direction of vertical scanning for 
every nozzle group. Considering the case where it is divided into four nozzle groups as a result, for 
example, a nozzle train, horizontal scanning of each part on a substrate is done in piles by four nozzle 
groups. 

[0018] Next, in the manufacture approach of the color filter of the above-mentioned configuration, the 
control approach of not making a filter^element ingredient breathe out is employable from some nozzles 
for both ends of said nozzle train. It is as having explained in relation to drawing 23 (a) that ink 
regurgitation distribution changes compared with other parts in a part for the both ends of a nozzle train 
in a general ink jet head. If two or more nozzles with the uniform ink regurgitation distribution except 
some nozzles for the nozzle train both ends where change is large will be used about the ink jet head 
which has such an ink regurgitation distribution property, thickness of a filter element can be 
superficially made into homogeneity. 

[0019] Moreover, when processing without using some nozzles for both ends of a nozzle train as 
mentioned above, the die length of vertical-scanning migration of an ink jet head can be determined as 
follows. That is, when setting to theta the include angle at which n and said nozzle train accomplish the 
number of said groups formed of L and said division in the die length of the part except the both-ends 
nozzle made not to make said ink breathe out among said nozzle trains with said direction of vertical 
scanning, die-length delta of said vertical-scanning migration can be set to delta**(L/n) costheta. 
[0020] Next, it is thought that the color filter manufactured by the manufacture approach of the color 
filter of the above-mentioned configuration is formed by arranging superficially two or more color filter 
elements, such as R (red), G (Green), B (blue), or C (cyanogen), Y (yellow), M (MAZENDA), to a proper 
pattern. In manufacturing such a color filter It prepares independently separately, respectively, the ink 
jet head which carries out the regurgitation of one kind of filter material of the two or more colors from 
a nozzle train — a part for the color number — The process of "repeating said horizontal scanning two 
or more times, and performing it while each nozzle group within said nozzle train does vertical scanning 
of said ink jet head so that the part with said same substrate may be scanned in piles" It is realizable by 



carrying out one by one to said one substrate, using the ink jet head for every color separately. 
[0021] Moreover, when the color filter which has two or more color filter elements, such as above R, G 
and B, or C, Y, M, is manufactured, Said ink jet head is formed by forming in the interior of one head two 
or more kinds of nozzle trains which carry out the regurgitation of each color. Said ink jet head can also 
perform the process of "repeating said horizontal scanning two or more times, and performing it while 
each nozzle group within said nozzle train does vertical scanning of said ink jet head so that the part 
with said same substrate may be scanned in piles" to coincidence to two or more colors. 
[0022] (2) Next, the manufacturing installation of the color filter concerning this invention It is the 
manufacturing installation of a color filter which manufactures the color filter which arranges two or 
more filter elements and changes on a substrate. The ink jet head with which it has the nozzle train 
which arranges two or more nozzles to seriate, and changes, and comes to divide this nozzle train into 
two or more groups, An ink supply means to supply a filter material to this ink jet head, The horizontal- 
scanning driving means which moves either said ink jet head or said substrates to a main scanning 
direction to another side, The vertical-scanning driving means which moves either said ink jet head or 
said substrates in the direction of vertical scanning to another side, The nozzle regurgitation control 
means which controls the regurgitation of the ink from said two or more nozzles, So that it may have 
the horizontal-scanning control means which controls actuation of said horizontal-scanning driving 
means, and the vertical-scanning control means which controls actuation of said vertical-scanning 
driving means and some each aforementioned group [ at least ] can scan the part with said same 
substrate to said main scanning direction It is characterized by carrying out vertical scanning of either 
said ink jet head or said substrates to another side. 

[0023] (3) Next, the manufacture approach of the liquid crystal equipment concerning this invention It is 
the manufacture approach of liquid crystal equipment of having the color filter which arranges two or 
more filter elements and changes on the substrate of the pair which pinches liquid crystal, and one [ at 
least ] substrate. The ink jet head with which it has the nozzle train which arranges two or more nozzles 
to seriate, and changes, and comes to divide this nozzle train into two or more groups, and the process 
which moves one side of said substrates to a main scanning direction to another side, So that the 
process which breathes out a filter material alternatively from said two or more nozzles, and forms said 
filter element on said substrate, and some each aforementioned group [ at least ] can scan the part with 
said same substrate to said main scanning direction It is characterized by providing the process to 
which vertical scanning of either said ink jet head or said substrates is carried out to another side. . 
[0024] (4) Next, the manufacturing installation of the liquid crystal equipment concerning this invention 
In the manufacturing installation of liquid crystal equipment which has the color filter which arranges two 
or more filter elements and changes on the substrate of the pair which pinches liquid crystal, and one 
[ at least ] substrate The ink jet head with which it has the nozzle train which arranges two or more 
nozzles to seriate, and changes, and comes to divide this nozzle train into two or more groups, An ink 
supply means to supply a filter material to this ink jet head, The horizontal-scanning driving means 
which moves either said ink jet head or said substrates to a main scanning direction to another side, The 
vertical-scanning driving means which moves either said ink jet head or said substrates in the direction 
of vertical scanning to another side, The nozzle regurgitation control means which controls the 
regurgitation of the ink from said two or more nozzles, So that it may have the horizontal-scanning 
control means which controls actuation of said horizontal-scanning driving means, and the vertical- 
scanning control means which controls actuation of said vertical-scanning driving means and some each 
aforementioned group [ at least ] can scan the part with said same substrate to said main scanning 
direction It is characterized by carrying out vertical scanning of either said ink jet head or said 
substrates to another side. The manufacturing installation of the liquid crystal equipment characterized 
by things. 

[0025] (5) Next, the manufacture approach of EL equipment concerning this invention In the 
manufacture approach of EL equipment that each arranges two or more picture element pixels 
containing. EL luminous layer on a substrate, and changes The ink jet head with which it has the nozzle 



train which arranges two or more nozzles to seriate, and changes, and comes to divide this nozzle train 
into two or more groups, and the process which moves one side of said substrates to a main scanning 
direction to another side, So that the process which breathes out EL luminescent material alternatively 
from said two or more nozzles, and forms said EL luminous layer on said substrate, and some each 
aforementioned group [ at least ] can scan the part with said same substrate to said main scanning 
direction It is characterized by providing the process to which vertical scanning of either said ink jet 
head or said substrates is carried out to another side. 

[0026] (6) Next, the manufacturing installation of EL equipment concerning this invention In the 
manufacturing installation of EL equipment with which each arranges two or more picture element pixels 
containing EL luminous layer on a substrate, and changes The ink jet head with which it has the nozzle 
train which arranges two or more nozzles to seriate, and changes, and comes to divide this nozzle train 
into two or more groups, An ink supply means to supply EL luminescent material to this ink jet head, The 
ink jet head with which it has the nozzle train which arranges two or more nozzles to seriate, and 
changes, and comes to divide this nozzle train into two or more groups, An ink supply means to supply 
said EL luminescent material to this ink jet head, The horizontal-scanning driving means which moves 
either said ink jet head or said substrates to a main scanning direction to another side, The vertical- 
scanning driving means which moves either said ink jet head or said substrates in the direction of 
vertical scanning to another side, The nozzle regurgitation control means which controls the 
regurgitation of the ink from said two or more nozzles, So that it may have the horizontal-scanning 
control means which controls actuation of said horizontal-scanning driving means, and the vertical- 
scanning control means which controls actuation of said vertical-scanning driving means and some each 
aforementioned group [ at least ] can scan the part with said same substrate to said main scanning 
direction It is characterized by carrying out vertical scanning of either said ink jet head or said 
substrates to another side. 

[0027] (7) Next, the control unit of the ink jet head concerning this invention In the control unit of an ink 
jet head used in case the optical member which arranges two or more color patterns and changes on a 
substrate is manufactured The ink jet head with which it has the nozzle train which arranges two or 
more nozzles to seriate, and changes, and comes to divide this nozzle train into two or more groups, An 
ink supply means to supply a filter material to this ink jet head, The horizontal-scanning driving means 
which moves either said ink jet head or said substrates to a main scanning direction to another side. The 
vertical-scanning driving means which moves either said ink jet head or said substrates in the direction 
of vertical scanning to another side, The nozzle regurgitation control means which controls the 
regurgitation of the ink from said two or more nozzles, So that it may have the horizontal-scanning 
control means which controls actuation of said horizontal-scanning driving means, and the vertical- 
scanning control means which controls actuation of said vertical-scanning driving means and some each 
aforementioned group [ at least ] can scan the part with said same substrate to said main scanning 
direction It is characterized by carrying out vertical scanning of either said ink jet head or said 
substrates to another side. 

[0028] In the control unit of the ink jet head of the above-mentioned configuration, a color filter, EL 
equipment, etc. can be considered as an "optical member." Moreover, in considering a color filter as an 
optical member, as a "color pattern", each filter element of R, G, and B corresponds. Moreover, in 
considering EL equipment as an optical member, as a "color pattern", each color luminous layer, a hole- 
injection layer, etc. of R, G, and B correspond. 
[0029] 

[Embodiment of the Invention] (The 1st operation gestalt) The manufacture approach of a color filter 
and 1 operation gestalt of the manufacturing installation are explained hereafter. First, before explaining 
those manufacture approaches and manufacturing installations, the color filter manufactured using those 
manufacture approaches etc. is explained. Drawing 5 (a) shows typically the planar structure of 1 
operation gestalt of a color filter. Moreover, drawing 6 (d) shows the cross-section structure according 
to the Vl-Vl line of drawing 5 (a). 



[0030] The color filter 1 of this operation gestalt forms two or more filter elements 3 in the front face of 
the substrate 2 of the shape of a rectangle formed by glass, plastics, etc. in the shape of a dot matrix 
with the shape of a dot pattern, and this operation gestalt, and as further shown in drawing 6 (d), it is 
formed by carrying out the laminating of the protective coat 4 on it. In addition, drawing 5 (a) shows 
superficially the color filter 1 in the condition of having removed the protective coat 4. 
[0031] A filter element 3 is formed by fill uping with color material the field of the shape of two or more 
rectangle which was divided by the septum 6 formed in the grid-like pattern with the resin ingredient 
without translucency, and was located in a line in the shape of a dot matrix. Moreover, these filter 
elements 3 are formed of the color material of any 1 color of R (red), G (green), and the B (blue), 
respectively, and each of those color filter elements 3 are put in order by the predetermined array. As 
this array, the stripe array shown in drawing 7 (a), the mosaic array shown in drawing 7 (b), the delta 
array shown in drawing 7 (c) are known, for example. 

[0032] A stripe array is a color scheme in which all the columns of a matrix become the same color. A 
mosaic array is a color scheme in which three filter elements of the arbitration located in a line on the 
straight line in every direction become three colors of R, G, and B. And a delta array is a color scheme 
in which three filter elements to which arrangement of a filter element is carried out in a completely 
different class, and which arbitration adjoins become three colors of R, G, and B. 

[0033] The magnitude of a color filter 1 is 1.8 inches. Moreover, the magnitude of one filter element 3 is 
30micrometerx100micrometer. Moreover, spacing between each filter element 3 and the pitch between 
the so-called elements are 75 micrometers. 

[0034] In using the color filter 1 of this operation gestalt as an optical element for a full color display, it 
performs a full color display by forming one pixel for R, G, and the B3 piece filter element 3 as one unit, 
and making any one or those combination of R, G, and B in 1 pixel pass light alternatively. At this time, 
the septum 6 formed with the resin ingredient without translucency acts as a black matrix. 
[0035] The above-mentioned color filter 1 is cut down from the mother substrate 12 of a large area as 
shown in drawing 5 (b). Each color filter 1 is formed by specifically forming the pattern for one piece of a 
color filter 1 in each front face of two or more color filter formation fields 1 1 set up in the mother 
substrate 12 first, forming the slot for cutting in the surroundings of those color filter formation fields 1 1 
further, and cutting the mother substrate 12 along those slots further. 

[0036] The manufacture approach of manufacturing hereafter the color filter 1 shown in drawing 5 (a), 
and its manufacturing installation are explained. 

[0037] Drawing 6 shows the manufacture approach of a color filter 1 typically in order of the process. 
First, with the resin ingredient which does not have translucency in the front face of the mother 
substrate 12, a septum 6 is seen from arrow-head B, and it forms in a grid-like pattern. The part 7 of 
the grid hole of a grid-like pattern is the field in which a filter element 3 is formed, i.e., a filter-element 
field. The flat-surface dimension at the time of seeing from [ of each filter-element field 7 formed by 
this septum 6 ] arrow-head B is formed in about 30micrometerx100micrometer. 

[0038] A septum 6 has collectively the function which prevents a flow of the filter-element ingredient 
supplied to the filter-element field 7, and the function of a black matrix. Moreover, a septum 6 is formed 
by the patterning technique of arbitration, for example, the photolithography method, and is further 
heated and calcinated at a heater if needed. 

[0039] As shown in drawing 6 (b) after formation of a septum 6, each filter-element field 7 is filled with 
the filter-element ingredient 13 by supplying the drop 8 of a filter-element ingredient to each filter- 
element field 7. In drawing 6 (b), sign 13R shows the filter-element ingredient which has the color of R 
(red), and sign 13G show the filter-element ingredient which has the color of G (green), and sign 13B 
shows the filter— element ingredient which has the color of B (blue). 

[0040] If each filter-element field 7 is filled up with the filter-element ingredient of the specified quantity, 
at a heater, the mother substrate 12 will be heated at about 70 degrees C, and the solvent of a filter- 
element ingredient will be evaporated. By this evaporation, as shown in drawing 6 (c), the volume of the 
filter-element ingredient 13 decreases and carries out flattening. When reduction in the volume is 



intense, supply and heating of a drop of the drop of a filter-element ingredient are repeated and 
performed until thickness sufficient as a color filter is obtained. Each color filter element 3 which only 
the solid content of a filter-element ingredient remains and film-izes, and finally wishes by this by the 
above processing is formed. 

[0041] After a filter element 3 is formed of the above, in order to dry those filaments 3 completely, 
heat-treatment of predetermined time is performed at predetermined temperature. Then, for example, a 
protective coat 4 is formed using proper technique, such as a spin coat method, the roll coat method, 
the ripping method, or the ink jet method. This protective coat 4 is formed for flattening of protection of 
filter-element 3 grade, and the front face of a color filter 1. 

[0042] Drawing 8 shows 1 operation gestalt of the ink jet equipment for performing the provisioning 
process of the filter-element ingredient shown in drawing 6 (b). This ink jet equipment 16 is equipment 
for making the filter-element ingredient of an one color in R, G, and B, for example, R color, breathe out 
and adhere to the predetermined location in each color filter formation field 11 in the mother substrate 
1 2 (to refer to drawing 5 (b)) as a drop of ink. Although the ink jet equipment for the filter-element 
ingredient of G color and the filter-element ingredient of B color is also prepared for each, since those 
structures can be made the same as the thing of drawing 8 , the explanation about them is omitted. 
[0043] The head unit 26 which ink jet equipment 16 equipped with the ink jet head 22 in drawing 8 , The 
head positional controller 17 which controls the location of the ink jet head 22, The substrate positional 
controller 18 which controls the location of the mother substrate 12, and the horizontal-scanning driving 
gear 19 which carries out horizontal-scanning migration of the ink jet head 22 to the mother substrate 
12, The vertical-scanning driving gear 21 which carries out vertical-scanning migration of the ink jet 
head 22 to the mother substrate 12, It has the control apparatus 24 which manages whole control of the 
substrate feeder 23 which supplies the mother substrate 12 to the predetermined activity location in ink 
jet equipment 16, and ink jet equipment 16. 

[0044] Each equipment of the head positional controller 17, the substrate positional controller 18, the 
horizontal-scanning driving gear 19 that carries out horizontal-scanning migration of the ink jet head 22 
to the mother substrate 12, and the vertical-scanning driving gear 21 is installed on the base 9. 
Moreover, each of those equipments are covered with covering 14 if needed. 

[0045] The ink jet head 22 has the nozzle train 28 formed by arranging two or more nozzles 27 in seriate, 
as shown in drawing 10 . The number of nozzles 27 is 180, the aperture of a nozzle 27 is 28 micrometers, 
and the nozzle pitch between nozzles 27 is 141 micrometers. The direction Y of vertical scanning which 
intersects perpendicularly with main scanning direction x and it to a color filter 1 and the mother 
substrate 12 in drawing 5 (a) and drawing 5 (b) is set up as illustration in drawing 10 . 
[0046] The ink jet head 22 makes a filter-element ingredient adhere to the predetermined location in the 
mother substrate 12 (to refer to drawing 5 (b)) by carrying out the regurgitation of the filter-element 
ingredient as ink alternatively from two or more nozzles 27, while a location is carried out so that it may 
extend in the direction where that nozzle train 28 intersects main scanning direction x, and carrying out 
a parallel displacement to this main scanning direction x. Moreover, the ink jet head 22 can shift the 
horizontal-scanning location by the ink jet head 22 at the predetermined spacing by carrying out parallel 
translation only of the predetermined distance in the direction Y of vertical scanning. 
[0047] The ink jet head 22 has the internal structure shown in drawing 12 (a) qnd drawing 12 (b). 
Specifically, the ink jet head 22 has two or more batch members 32 which join them to the nozzle plate 
29 made from stainless steel, and the diaphragm 31 which counters it mutually. Between a nozzle plate 
29 and a diaphragm 31, two or more ink rooms 33 and ****** 34 are formed of the batch member 32. 
Two or more ink rooms 33 and ****** 34 are mutually open for free passage through a path 38. 
[0048] The ink feed holes 36 are formed in the proper place of a diaphragm 31, and the ink feeder 37 is 
connected to these ink feed holes 36. This ink feeder 37 supplies the filter-element ingredient M of an 
one color in R, G, and B, for example, R color, to the ink feed holes 36. It is [ ingredient / M / which was 
supplied / filter-element ] full of ****** 34, and further full of the ink room 33 through a path 38. 
[ ingredient ] 



[0049] The nozzle 27 for injecting the filter-element ingredient M in the shape of jet from the ink room 
33 is formed in the nozzle plate 29. Moreover, the rear face of the field which forms the ink room 33 of a 
diaphragm 31 is made to correspond to this ink room 33, and the ink pressurization object 39 is attached 
in it This ink pressurization object 39 has the electrodes 42a and 42b of the pair which pinches this in 
piezoelectric-device 41 list, as shown in drawing 1 2 (b). It bends and a piezoelectric device 41 deforms 
so that it may project by energization to Electrodes 42a and 42b to the outside shown by the arrow 
head C, and thereby, the volume of the ink room 33 increases. Then, the filter-element ingredient M 
equivalent to a part for the volume which increased flows into the ink room 33 through a path 38 from 

[0050] Next, if the energization to a piezoelectric device 41 is canceled, both this piezoelectric device 
41 and the diaphragm 31 will return to the original configuration. Thereby, since the ink room 33 also 
returns to the original volume, the pressure of the filter-element ingredient M in the interior of the ink 
room 33 rises, and from a nozzle 27, towards the mother substrate 12 (refer to drawing 5 (b)), the filter- 
element ingredient M serves as a drop 8, and it spouts, in addition — the periphery of a nozzle 27 
the hole of the flight deflection of a drop 8, or a nozzle 27 — the ** ink layer 43 which consists of 
nickel-tetrafluoroethylene eutectoid deposit in order to prevent plugging etc. is formed. 
[0051] In drawing 9 , the head positional controller 17 has the Z motor 48 to which the parallel 
displacement of the alpha motor 44 to which the field internal version of the ink jet head 22 is carried 
out, the beta motor 46 which carries out rocking rotation of the ink jet head 22 at the circumference of 
an axis parallel to the direction Y of vertical scanning, the gamma motor 47 which carries out rocking 
rotation of the ink jet head 22 at the circumference of an axis parallel to a main scanning direction, and 
the ink jet head 22 is carried out in the vertical direction. 

[0052] The substrate positional controller 18 shown in drawing 8 has the table 49 which carries the 
mother substrate 12, and the theta motor 51 to which the field internal version of the table 49 is carried 
out like an arrow head theta in drawing 9 . Moreover, the horizontal-scanning driving gear 19 shown in 
drawing 8 has the guide rail 52 prolonged to main scanning direction x, and the slider 53 which built in 
the linear motor by which a pulse drive is carried out, as shown in drawing 9 . When the linear motor to 
build in operates, along with a guide rail 52, the parallel displacement of the slider 53 is carried out to a 
main scanning direction. 

[0053] Moreover, the vertical-scanning driving gear 21 shown in drawing 8 has the guide rail 54 
prolonged in the direction Y of vertical scanning, and the slider 56 which built in the linear motor by 
which a pulse drive is carried out, as shown in drawing 9 . When the linear motor to build in operates, 
along with a guide rail 54, the parallel displacement of the slider 56 is carried out in the direction Y of 
vertical scanning. 

[0054] The linear motor by which a pulse drive is carried out into a slider 53 or a slider 56 can control 
the location on main scanning direction x of the ink jet head 22 which could perform angle-ol^rotation 
control of an output shaft minutely by the pulse signal supplied to this motor, therefore was supported 
by the slider 53, the location on the direction Y of vertical scanning of a table 49, etc. with high 
definition. In addition, the position control of the ink jet head 22 or a table 49 is not restricted to the 
position control which used the pulse motor, but can also be realized by the feedback control using a 
servo motor, and the control approach of other arbitration. 

[0055] The substrate feeder 23 shown in drawing 8 has the substrate hold section 57 which holds the 
mother substrate 12, and the robot 58 which conveys the mother substrate 12. A robot 58 has the 
pedestal 59 put on installation sides, such as a floor and the ground, the rise-and-fall shaft 61 which 
carries out rise-and-fall migration to a pedestal 59, the 1st arm 62 which rotates the rise-and-fall shaft 
61 as a core, the 2nd arm 63 rotated to the 1st arm 62, and the adsorption pad 64 prepared in the tip 
inferior surface of tongue of the 2nd arm 63. The adsorption pad 64 can adsorb the mother substrate 12 
by air suction etc. 

[0056] In drawing 8 , by the horizontal-scanning driving gear 19, it drives, and it is under the locus of the 
ink jet head 22 which carries out horizontal-scanning migration, and capping equipment 76 and cleaning 



equipment 77 are arranged in one near location of the vertical-scanning driving gear 21. Moreover, the 
electronic balance 78 is arranged in the near location of another side. Cleaning equipment 77 is 
equipment for washing the ink jet head 22. The electronic balance 78 is a device which measures the 
weight of the drop of the ink breathed out from each nozzle 27 (refer to drawing 10 ) in the ink jet head 
22 for every nozzle. And capping equipment 76 is equipment for preventing desiccation of a nozzle 27 
(refer to drawing 10 ), when the ink jet head 22 is in a standby condition. 

[0057] Near the ink jet head 22, the camera 81 for heads is arranged by the relation which moves to the 
ink jet head 22 and one. Moreover, the camera 82 for substrates supported by the means for supporting 
(not shown) formed on the base 9 is arranged in the location which can photo the mother substrate 12. 
[0058] The control apparatus 24 shown in drawing 8 has the body section 66 of a computer which held 
the processor, the keyboard 67 as an input device, and the CRT (Cathode Ray Tube) display 68 as an 
indicating equipment. The above-mentioned processor has, as shown in drawing 14 , CPU (Central 
Processing Unit)69 which performs data processing, and the memory 71, i.e., the information storage, 
which memorizes various information. 

[0059] Each device of the head drive circuit 72 which drives the head positional controller 17 shown in 
drawing 8 , the substrate positional controller 18, the horizontal-scanning driving gear 19, the vertical- 
scanning driving gear 21, and the piezoelectric device 41 (refer to drawing 12 (b)) in the ink jet head 22 
is connected to CPU69 through an input/output interface 73 and a bus 74 in drawing 14 . Moreover, 
each device of the substrate feeder 23, an input device 67, a display 68, the electronic balance 78, 
cleaning equipment 77, and capping equipment 76 is also connected to CPU69 through an input/output 
interface 73 and a bus 74. 

[0060] Memory 71 RAM (Random Access Memory), Semiconductor memory called ROM (Read Only 
Memory) etc., It is a concept containing external storage, such as a hard disk, a CD-ROM reader, and a 
disk mold storage, etc. functionally The storage region which memorizes the program software with 
which the control procedure of actuation of ink jet equipment 16 was described, The storage region for 
memorizing the regurgitation location in the mother substrate 12 (referring to drawing 5 ) of one color in 
R, G, and B for realizing various kinds of R and G which are shown in drawing 7 , and B array as 
coordinate data, In addition to this, the field which functions as the storage region for memorizing the 
vertical-scanning movement magnitude of the mother substrate 12 to the direction Y of vertical 
scanning in drawing 9 , the work area for CPU69, a temporary file, etc., and various kinds of storage 
regions are set up. 

[0061] CPU69 is what performs control for carrying out the regurgitation of ink, i.e., the filter-element 
ingredient, to the mother substrate 12 in a surface predetermined location according to the program 
software memorized in memory 71. As a concrete functional implementation part The cleaning operation 
part which performs the operation for realizing cleaning treatment, It has the capping operation part for 
realizing capping processing, the gravimetry operation part which performs the operation for realizing the 
gravimetry using the electronic balance 78 (referring to drawing 8 ), and the drawing operation part 
which performs the operation for drawing a filter^element ingredient by the ink jet. 
[0062] The drawing starting position operation part for setting the ink jet head 22 to the initial valve 
position for drawing, if drawing operation part is divided in detail, The horizontal-scanning control 
operation part which calculates the control for carrying out scan migration of the ink jet head 22 at the 
rate of predetermined to main scanning direction x, The vertical-scanning control operation part which 
calculates control only for the predetermined amount of vertical scanning to shift the mother substrate 
12 in the direction Y of vertical scanning, And it has various kinds of functional operation part called the 
nozzle regurgitation control operation part which performs the operation for controlling whether any of 
two or more nozzles 27 in the ink jet head 22 are operated, and the regurgitation of ink, i.e., the filter- 
element ingredient, is carried out. 

[0063] In addition, although each above-mentioned function was carried out to realizing in software 
using CPU69 with this operation gestalt, when each above-mentioned function can be realized by the 
independent electronic circuitry which does not use CPU, it is also possible to use such an electronic 



circuitry. 

[0064] It explains based on the flow chart which shows actuation of the ink jet equipment 16 which 
consists of the above-mentioned configuration hereafter to drawing 1 5 . 

[0065] If ink jet equipment 16 operates by powering on by the operator, in step S1, initial setting will be 
performed first. Specifically, the head unit 26, the substrate feeder 23, and control apparatus 24 grade 
are set to the initial state decided beforehand. 

[0066] Next, if gravimetry timing comes (it is YES at step S2), the head unit 26 of drawing 9 will be 
moved to the place of the electronic balance 78 of drawing 8 with the horizontal-scanning driving gear 
19 (step S3), and the amount of the ink breathed out from a nozzle 27 will be measured using the 
electronic balance 78 (step S4). And according to the ink regurgitation property of a nozzle 27, the 
electrical potential difference impressed to the piezoelectric device 41 corresponding to each nozzle 27 
is adjusted (step S5). 

[0067] Next, if cleaning timing comes (it is YES at step S6), the head unit 26 will be moved to the place 
of cleaning equipment 77 with the horizontal-scanning driving gear 19 (step S7), and the ink jet head 22 
will be cleaned with the cleaning equipment 77 (step S8). 

[0068] When neither gravimetry timing nor cleaning timing comes (it is NO at steps S2 and S6), or when 
those processings are completed, in step S9, the substrate feeder 23 of drawing 8 is operated and the 
mother substrate 12 is supplied to a table 49. Suction maintenance of the mother substrate 12 in the 
substrate hold section 57 is carried out with the adsorption pad 64, next the rise-and-fall shaft 61, the 
1st arm 62, and the 2nd arm 63 are specifically moved, even a table 49 is conveyed and the mother 
substrate 12 is pushed against the gage pin 50 ( drawing 9 ) further prepared for the proper place of a 
table 49 beforehand. In addition, in order to prevent location gap of the mother substrate 12 on a table 
49, it is desirable to fix the mother substrate 12 to a table 49 with means, such as air suction. 
[0069] Next, observing the mother substrate 12 with the camera 82 for substrates of drawing 8 , by 
rotating the output shaft of the theta motor 51 of drawing 9 in a minute include-angle unit, the field 
internal version of the table 49 is carried out in a minute include-angle unit, and the mother substrate 
12 is positioned (step S10). Next, an operation determines the location which starts drawing by the ink 
jet head 22, observing the mother substrate 12 with the camera 81 for heads of drawing 8 (step S1 1), 
and the horizontal-scanning driving gear 19 and the vertical-scanning driving gear 21 are operated 
suitably, and the ink jet head 22 is moved to a drawing starting position (step S12). 

[0070] At this time, as shown in the (a) location of drawing 1 , the ink jet head 22 is arranged so that the 
nozzle train 28 may incline at an include angle theta to the direction Y of vertical scanning of the ink jet 
head 22. This is a measure for making it the dimension component of the direction Y of vertical scanning 
of the pitch between nozzles become equal geometrically with an element pitch, when the pitch between 
nozzles which is spacing between the adjacent nozzles 27 differs from the element pitch which is 
spacing between the adjacent filter elements 3 7, i.e., a filter-element formation field, in many cases in 
the case of usual ink jet equipment and the ink jet head 22 is moved to it to main scanning direction x. 
[0071] If the ink jet head 22 is put on a drawing starting position at step S12 of drawing 15 , in drawing 
1 , the ink jet head 22 will be put on the (a) location. Then, horizontal scanning to main scanning 
direction x is started at step S13 of drawing 15 , and the regurgitation of ink is started by coincidence. 
The horizontal-scanning driving gear 19 of drawing 9 operates, the ink jet head 22 specifically carries 
out scan migration linearly at a fixed rate to main scanning direction x of drawing 1 , and during the 
migration, when the nozzle 27 corresponding to the filter-element field 7 which should supply ink 
reaches, ink, i.e., a filter-element ingredient, is breathed out from the nozzle 27. 

[0072] In addition, the ink discharge quantity at this time is one fourth of amounts of the whole quantity 
with 1 /several [ of that whole quantity instead of the amount which buries all the volume of the filter- 
element field 7 ] of these operation gestalten. It is because all volume is for each filter-element field 7 
not to be filled by 1 time of the ink regurgitation from a nozzle 27, and to be fill uped with this operation 
gestalt by 4 times of heavy regurgitation with the heavy regurgitation of several times of ink 
regurgitation so that this may be mentioned later. 



[0073] After horizontal scanning for one line to the mother substrate 12 is completed (it is YES at step 
S14) t the inversion transfer of the ink jet head 22 is carried out, and it returns to an initial valve position 
(a) (step S15). And only the amount delta of vertical scanning which drove with the vertical-scanning 
driving gear 21, and was beforehand decided in the direction Y of vertical scanning moves the ink jet 
head 22 further (step S16). 

[0074] With this operation gestalt, CPU69 divides notionally into two or more groups n two or more 
nozzles 27 which form the nozzle train 28 of the ink jet head 22 in drawing 1 . With this operation gestalt, 
the nozzle train 28 of die-length L which consists of n= 4 [27 ], i.e., 180 nozzles, is divided and 
considered in four groups. Thereby, one nozzle group is decided to be 180 / die-length L/n, L/4 [ i.e., ], 
included 4= 45 pieces in a nozzle 27. The above-mentioned amount delta of vertical scanning is set to 
the above-mentioned vertical-scanning lay length of nozzle group die-length L/4, i.e., (L/4), costheta. 
[0075] Therefore, the ink jet head 22 which horizontal scanning for one line was completed and returned 
to the initial valve position (a) carries out the parallel displacement only of the distance delta in the 
direction Y of vertical scanning in drawing 1 , and moves to a location (b). In addition, although a location 
(a) and a location (b) shift for a while and are drawn about main scanning direction x in drawing 1 , this is 
a measure for giving explanation intelligible, and a location (a) and a location (b) are the same locations 
about main scanning direction x in fact. 

[0076] The ink jet head 22 which carried out vertical-scanning migration repeats and performs 
horizontal-scanning migration and the ink regurgitation at step S13 to a location (b). At the time of this 
horizontal-scanning migration, while Rhine of eye two trains in the color filter formation field 1 1 on the 
mother substrate 12 will not receive the ink regurgitation without a top nozzle group, as for Rhine of eye 
one train, the 2nd nozzle group receives the 2nd ink regurgitation from a head. 

[0077] After this, the ink jet head 22 repeats horizontal-scanning migration and the ink regurgitation, 
repeating vertical-scanning migration like a location (c) - a location (k) (step S13 - step S16), and, 
thereby, the ink adhesion processing for one train of the color filter formation field 1 1 of the mother 
substrate 12 completes it. Since the nozzle train 28 was divided into four groups and the amount delta 
of vertical scanning was determined, after above-mentioned horizontal scanning and above-mentioned 
vertical scanning for one train of the color filter formation field 11 are completed, with this operation 
gestalt, as for each filter-element field 7, whole-quantity supply of the ink, i.e., filter-element ingredient, 
of the specified quantity is done in total by four nozzle groups into the complete product in response to 
four ink regurgitation processings by a unit of 1 time, respectively. 

[0078] In this way, if the ink regurgitation for one train of the color filter formation field 1 1 is completed, 
the ink jet head 22 will be driven by the vertical-scanning driving means 21, and will be conveyed to the 
initial valve position of the color filter formation field 11 of the following train (step S19), and will repeat 
horizontal scanning, vertical scanning, and the ink regurgitation to the color filter formation field 1 1 of 
the train concerned, and will form a filter element in the filter-element formation field 7 (steps S13-S16). 
[0079] then — if the filter element 3 of an one color of R, G, and B, for example, R1 color, is formed 
about all the color filter formation fields 1 1 in the mother substrate 1 2 (it is YES at step S18) — step 
S20 — the mother substrate 12 — the substrate feeder 23 — or the mother substrate 1 2 after 
processing is discharged by another conveyance device outside. Then, unless directions of processing 
termination are made by the operator (it is NO at step S21), it returns to step S2, and the ink ** arrival 
activity about R1 color to another mother substrate 12 is repeated, and is performed. 
[0080] If there are directions of activity termination from an operator (it is YES at step S21), CPU69 will 
convey the ink jet head 22 to the place of capping equipment 76 in drawing 8 , and will perform capping 
processing to the ink jet head 22 with the capping equipment 76 (step S22). 

[0081] R and G which constitute a color filter by the above, the 1st color of the B3 colors, Patterning 
about R color is completed. After that the mother substrate 1 2 For example, the 2nd color of R, G, and 
B, For example, it conveys to the ink jet equipment 16 which uses G color as a filter-element ingredient, 
and patterning of G color is performed, it conveys to the ink jet equipment 16 which uses as a filter — 
element ingredient still more finally, the 3rd color, for example, B color, of R, G, and B, and patterning of 



B color is performed. The mother substrate 12 with which two or more color filters 1 ( drawing 5 (a)) 
which have the dot array of R, G, and B of a hope called a stripe array etc. were formed by this is 
manufactured. By cutting this mother substrate 12 every color filter field 11, two or more one color 
filters 1 are cut down. 

[0082] In addition, the laminating of an electrode, the orientation film, etc. will be further carried out to 
the front face of the thing which uses this color filter 1 for the color display of liquid crystal equipment, 
then this color filter 1. In such a case, if the mother substrate 12 is cut and each color filter 1 is cut 
down before carrying out the laminating of an electrode, the orientation film, etc., formation processes, 
such as a subsequent electrode, will become very troublesome. Therefore, it is desirable in such a case, 
not to cut the mother substrate 12 immediately, after a color filter 1 is completed on the mother 
substrate 12, but to cut the mother substrate 12, after required addition processes, such as electrode 
formation and orientation film formation, are completed. 

[0083] As mentioned above, according to the manufacture approach of a color filter and manufacturing 
installation concerning this operation gestalt Each filter element 3 in the color filter 1 shown in drawing 
5 (a) is not formed of one horizontal-scanning x of the ink jet head 22 (refer to drawing 1 ). One filter 
element 3 each is formed in predetermined thickness by receiving the ink regurgitation in piles 4 times 
with this operation gestalt n times of two or more nozzles 27 belonging to a different nozzle group. For 
this reason, even when variation exists in ink discharge quantity among two or more nozzles 27 
temporarily, it can prevent that variation arises in thickness among two or more filter elements 3, and, 
so, the light transmission property of a color filter can be superficially made into homogeneity. 
[0084] Of course, by the manufacture approach of this operation gestalt, since a filter element 3 is 
formed by the ink regurgitation which used the ink jet head 22, there is also no need of passing through 
a complicated process like the approach using the photolithography method, and an ingredient is not 
wasted. 

[0085] By the way, it is as having explained in relation to drawing 23 (a) that distribution of the ink 
discharge quantity of two or more nozzles 27 which form the nozzle train 28 of the ink jet head 22 
becomes an ununiformity. Moreover, especially the nozzle 27 of ** also of the thing which exist 
especially in the both ends of the nozzle train 28 and which ink discharge quantity becomes large is as 
description ten pieces at a time an one end side partly. Thus, compared with other nozzles, especially 
the thing for which many nozzles are used does not have desirable ink discharge quantity about making 
thickness of ink ****, i.e., a filter element, into homogeneity. 

[0086] Therefore, desirably, as shown in drawing 13 , it is good to set up about ten ink beforehand partly 
with the thing which exists in the both ends E of the nozzle train 28 among two or more nozzles 27 
which form the nozzle train 28 and which does not carry out the regurgitation, to divide into plurality, for 
example, four groups, the nozzle 27 which exists in the remaining part F, and to perform vertical- 
scanning migration per the nozzle group. 

[0087] In a **** 1 operation gestalt, although the resin ingredient which does not have translucency as 
a septum 6 was used, of course, it is also possible to use the resin ingredient of translucency as ****** 
6. In that case, if it is, the metal membrane or resin ingredient of protection-from-light nature is 
separately prepared in Shimo of a septum 6 etc., and it is [ the location corresponding to between filter 
elements, for example, a septum 6 top, ] good also as a black mask. Moreover, it is good also as a 
configuration which forms a septum 6 with the resin ingredient of translucency. and does not prepare a 
black mask. 

[0088] Moreover, in a **** 1 operation gestalt, although R, G. and B were used as a filter element, of 
course, it is not limited to R and G.B. for example. C (cyanogen), M (MAZENDA). and Y (yellow) may be 
adopted. In that case, what is necessary is to change into the filter-element ingredient of R, G, and B. 
and just to use the filter-element ingredient which has the color of C. M. and Y, if it is. 
[0089] Moreover, in a **** 1 operation gestalt. although the septum 6 was formed with photolithography, 
it is also possible to form a septum 6 by the ink jet method like a color filter. 

[0090] (The 2nd operation gestalt) Drawing 2 shows typically the case where ink, i.e., a filter-element 



ingredient, is supplied to each filter-element formation field 7 in the color filter formation field 11 in the 
mother substrate 12 by the regurgitation using the ink jet head 22, according to the manufacture 
approach of the color filter concerning this invention, and other operation gestalten of a manufacturing 
installation. 

[0091] The process of the outline carried out according to this operation gestalt is the same as the 
process shown in drawing 6 , and the same as the equipment and the device target which also showed 
the inkjet equipment used for ink ** arrival to drawing 8 . Moreover, CPU69 also of carrying out the 
group division of two or more nozzles 27 which form the nozzle train 28 notionally at n pieces (four [ for 
example, ]), making it correspond to each nozzle group's die-length L/n or L/4, and also determining the 
amount delta of vertical scanning of drawing 14 is the same as that of the case of drawing 1 . 
[0092] The point that this operation gestalt differs from the previous operation gestalt shown in drawing 

I is having added the alteration to the program software stored in memory 71 in drawing 14 , and is 
having added the alteration to the horizontal-scanning control operation specifically performed by 
CPU69, and the vertical-scanning control operation. 

[0093] If it explains more concretely, in drawing 2 , the inkjet head 22, without carrying out return 
migration to an initial valve position after termination of the scan migration to main scanning direction x 
After only the movement magnitude delta equivalent to one nozzle group moving in the direction of 
vertical scanning immediately and moving to a location (b) after termination of horizontal-scanning 
migration in one direction, It is controlled to return to the location (b') where scan migration was 
performed to the opposite direction of the one above-mentioned direction of main scanning direction x, 
and only distance delta shifted in the direction of vertical scanning from the initial valve position (a). In 
addition, of course in the period of both between the horizontal-scanning migration in a location (bO 
between horizontal scanning from a location (a) to a location (b), and from a location (b), ink is 
alternatively breathed out from two or more nozzles 27. 

[0094] That is, with this operation gestalt, it is carried out by turns continuously, without horizontal 
scanning and vertical scanning of the inkjet head 22 sandwiching return actuation, this omits the time 
amount spent for return actuation, and working hours can be shortened. 

[0095] (The 3rd operation gestalt) Drawing 3 shows typically the case where ink, i.e., a filter-element 
ingredient, is supplied to each filter^element formation field 7 in the color filter formation field 1 1 in the 
mother substrate 12 by the regurgitation using the ink jet head 22, according to the manufacture 
approach of the color filter concerning this invention, and other operation gestalten of a manufacturing 
installation. 

[0096] The process of the outline carried out according to this operation gestalt is the same as the 
process shown in drawing 6 , and the same as the equipment and the device target which also showed 
the inkjet equipment used for ink ** arrival to drawing 8 . Moreover, CPU69 also of also carrying out 
the group division of two or more nozzles 27 which form the nozzle train 28 notionally at n pieces (four 
[ for example, ]) of drawing 14 is the same as that of the case of drawing 1 . 

[0097] When the point that this operation gestalt differs from the previous operation gestalt shown in 
drawing 1 sets the inkjet head 22 to the drawing starting position of the mother substrate 12 at step 
S12 of drawing 15 , the inkjet head 22 is the point that the direction where the nozzle train 28 is 
prolonged is parallel to the direction Y of vertical scanning, as shown in the (a) location of drawing 3 . 
Such array structure of a nozzle is advantageous structure when the pitch between nozzles about the 
inkjet head 22 and the pitch between elements about the mother substrate 12 are equal. 
[0098] Also in this operation gestalt, until the inkjet head 22 reaches [ from an initial valve position (a) ] 
a termination location (k) Repeating the scan migration to main scanning direction x, the return migration 
to an initial valve position, and the vertical-scanning migration with the movement magnitude delta to 
the direction Y of vertical scanning Ink, i.e., a filter-element ingredient, is alternatively breathed out from 
two or more nozzles 27, and, thereby, a filter-element ingredient is made to adhere during the period of 
horizontal-scanning migration into the filter-element formation field 7 in the color filter formation field 

II in the mother substrate 12. 



[0099] In addition, with this operation gestalt, since the location of the nozzle train 28 is carried out in 
parallel to the direction Y of vertical scanning, the vertical-scanning movement magnitude delta is set 
up equally to a nozzle group's die-length L/n, L/4 [ i.e., ], which were divided. 

[0100] (The 4th operation gestalt) Drawing 4 shows typically the case where ink, i.e., a filter-element 
ingredient, is supplied to each filter-element formation field 7 in the color filter formation field 1 1 in the 
mother substrate 12 by the regurgitation using the ink jet head 22, according to the manufacture 
approach of the color filter concerning this invention, and other operation gestalten of a manufacturing 
installation. 

[0101] The process of the outline carried out according to this operation gestalt is the same as the 
process shown in drawing 6 , and the same as the equipment and the device target which also showed 
the ink jet equipment used for ink ** arrival to drawing 8 . Moreover, CPU69 also of also carrying out 
the group division of two or more nozzles 27 which form the nozzle train 28 notionally at n pieces (four 
[ for example, ]) of drawing 14 is the same as that of the case of drawing 1 . 

[0102] The point that this operation gestalt differs from the previous operation gestalt shown in drawing 
1 When the Inkjet head 22 is set to the drawing starting position of the mother substrate 12 at step 
S12 of drawing 15 , The ink jet head 22 is the point that the direction where the nozzle train 28 is 
prolonged is parallel to the direction Y of vertical scanning, and a point performed by turns continuously, 
without horizontal scanning and vertical scanning of the ink jet head 22 sandwiching return actuation like 
the case where it is the operation gestalt of drawing 2 , as shown in drawing 4 (a). 
[0103] in addition, with the previous operation gestalt shown in this operation gestalt and drawing 3 
which are shown in drawing 4 , since main scanning direction x becomes the direction of a right angle to 
the nozzle train 28, the nozzle train 28 is shown in drawing 1 1 — as — main scanning direction x 
meeting — 2 successive-installation **** — a filter-element ingredient can be supplied to one filter- 
element field 7 by two nozzles 27 which appeared in the same horizontal-scanning Rhine by things. 
[0104] (The 5th operation gestalt) Drawing 16 shows ink jet head 22A used for the manufacture 
approach of the color filter concerning this invention, and the operation gestalt of further others of a 
manufacturing installation. The point that this ink jet head 22A differs from the ink jet head 22 shown in 
drawing 10 Nozzle train 28R which carries out the regurgitation of the R color ink, and nozzle train 28G 
which carry out the regurgitation of the G color ink. Three kinds of nozzle trains nozzle train 28B which 
carries out the regurgitation of the B color ink are formed in one ink jet head 22A. The ink regurgitation 
system shown in drawing 12 (a) and drawing 12 (b) is prepared in these three kinds of each. R ink feeder 
37R is connected to the ink regurgitation system corresponding to R color nozzle train 28R. It is having 
connected G ink feeder 37G to the ink regurgitation system corresponding to G color nozzle train 28G, 
and having connected B ink feeder 37B to the ink regurgitation system corresponding to B color nozzle 
train 28B. 

[0105] The process of the outline carried out according to this operation gestalt is the same as the 
process shown in drawing 6 , and the same as the equipment which also showed the ink jet equipment 
used for ink ** arrival fundamentally to drawing 8 . Moreover, CPU69 also of carrying out the group 
division of two or more nozzles 27 which form the nozzle trains 28R, 28G, and 28B notionally at n pieces 
(four [ for example, ]), and also carrying out vertical-scanning migration of the ink jet head 22A with the 
vertical-scanning movement magnitude delta for every nozzle groups of those of drawing 14 is the same 
as that of the case of drawing 1 . 

[0106] With the operation gestalt shown in drawing 1 . since one kind of nozzle train 28 was only formed 
in the ink jet head 22, when forming a color filter by R, G, and B3 color, the ink jet head 22 shown in 
drawing 8 had to be prepared about each three color of R, G, and B. On the other hand, since three 
colors of R, G, and B can be made to adhere to the mother substrate 1 2 at coincidence by one 
horizontal scanning to main scanning direction x of ink jet head 22A when using ink jet head 22A of the 
structure shown in drawing 1 6 , if it prepares, it is sufficient only for one ink jet head 22. Moreover, 
coincidence **** of RGB3 color becomes possible by doubling nozzle train spacing of each color with 
the pitch of the filter-element field of a mother substrate. 



[0107] (The 6th operation gestalt) Drawing 17 shows 1 operation gestalt of the manufacture approach of 
the liquid crystal equipment concerning this invention. Moreover, drawing 18 shows 1 operation gestalt 
of the liquid crystal equipment manufactured by the manufacture approach. Moreover, drawing 1 9 shows 
the cross-section structure of liquid crystal equipment where the Ix-lx line in drawing 18 was followed. 
In advance of the manufacture approach of liquid crystal equipment, and explanation of a manufacturing 
installation, first, the example is given and the liquid crystal equipment manufactured by the manufacture 
approach is explained. In addition, the liquid crystal equipment of this operation gestalt is liquid crystal 
equipment of the transflective reflective method which performs a full color display by the passive 
matrix. 

[0108] In drawing 18 , liquid crystal equipment 101 mounts ICs 103a and 103b for a liquid crystal drive 
as a semiconductor chip in a liquid crystal panel 102, connects FPC (Flexible Printed Circuit)! 04 as a 
wiring connection element to a liquid crystal panel 102, and is formed by forming a lighting system 106 in 
the rear-face side of a liquid crystal panel 102 as a back light further. 

[0109] A liquid crystal panel 102 is formed by sticking 1st substrate 107a and 2nd substrate 107b by the 
sealant 108. A sealant 108 is formed by making epoxy system resin adhere to the inside front face of 
1st substrate 107a or 2nd substrate 107b annularly by screen-stencil etc. Moreover, inside a sealant 
108, as shown in drawing 19 , spherical or the flow material 109 formed in the shape of a cylinder is 
contained in the state of distribution with a conductive ingredient. 

[0110] In drawing 19 , 1st substrate 107a has transparent glass and tabular base material 111a formed 
by transparent plastics etc. The reflective film 112 is formed in the inside front face (top front face of 
drawing 19 ) of this base material 111a, the laminating of the insulator layer 1 13 is carried out on it, on it, 
1st electrode 1 14a sees from arrow-head D, it is formed in the shape of a stripe (refer to drawing 18 ), 
and orientation film 1 16a is further formed on it. Moreover, the outside front face (bottom front face of 
drawing 1 9 ) of base material 111a is equipped with polarizing plate 1 17a by attachment etc. 
[01 1 1] Although the twist is also actually drawing those stripe spacing sharply and widely in order for 
drawing 18 to show the array of 1st electrode 114a intelligibly, and the number of 1st electrode 114a is 
therefore drawn few, as for 1st electrode 114a, an a large number book is formed more on base material 
111a in fact. 

[0112] In drawing 19 , 2nd substrate 107b has transparent glass and tabular base material 111b formed 
by transparent plastics etc. A color filter 1 18 is formed in the inside front face (bottom front face of 
drawing 1 9 ) of this base material 111b, it sees from arrow-head D in the direction where the above- 
mentioned 1st electrode 114a and 2nd electrode 114b cross at right angles on it, and is formed in the 
shape of a stripe (refer to drawing 18 ), and orientation film 1 16b is further formed on it. Moreover, the 
outside front face (top front face of drawing 1 9 ) of base material 111b is equipped with polarizing plate 
1 1 7b by attachment etc. 

[01 13] Although the twist is also actually drawing those stripe spacing sharply and widely like [ in order 
for drawing 18 to show the array of 2nd electrode 1 14b intelligibly ] the case of 1 st electrode 1 14a and 
the number of 2nd electrode 114b is therefore drawn few, as for 2nd electrode 114b, an a large number 
book is formed more on base material 111b in fact. 

[0114] In drawing 19 , liquid crystal L, for example, STN (SuperTwisted Nematic) liquid crystal, is 
enclosed in the gap surrounded by 1st substrate 107a, 2nd substrate 107b, and the sealant 108 and the 
so-called eel gap. Many minute globular form spacers 119 are distributed by the inside front face of 1st 
substrate 107a or 2nd substrate 107b, and when these spacers 119 exist in a eel gap, the thickness of 
the eel gap is maintained by homogeneity. 

[0115] 1st electrode 114a and 2nd electrode 114b are arranged mutually at orthogonality relation, and 
those crossings are seen from [ of drawing 19 ] arrow-head D, and are arranged in the shape of a dot 
matrix. And each crossing of the shape of the dot matrix constitutes one picture element pixel. The 
color filter 1 18 is formed by seeing each color element of R (red), G (green), and B (blue) from arrow- 
head D, and making it arrange by patterns, such as a predetermined pattern, for example, a stripe array, 
a delta array, and a mosaic array. The one above-mentioned picture element pixel supports every one 



each of the them R, G, and B, and 3 color picture element pixel of R t G t and B becomes one unit, and 1 
pixel is constituted. 

[0116] Images, such as an alphabetic character and a figure, are displayed on the outside of 2nd 
substrate 107b of a liquid crystal panel 102 by making two or more picture element pixels arranged in 
the shape of a dot matrix, therefore a pixel emit light alternatively. Thus, the field where an image is 
displayed is an effective pixel field, and the superficial rectangle field shown by the arrow head V in 
drawing 18 and drawing 1 9 is an effective viewing area. 

[0117] In drawing 19 , the reflective film 112 is formed with light reflex nature ingredients, such as an 
APC alloy and aluminum (aluminum), and opening 121 is formed in the location corresponding to each 
picture element pixel which is the crossing of 1st electrode 114a and 2nd electrode 114b. As a result, 
opening 121 is seen from [ of drawing 19 ] arrow-head D, and is arranged in the shape of [ as a picture 
element pixel / same ] a dot matrix. 

[0118] 1st electrode 114a and 2nd electrode 114b are formed of ITO which is for example, transparence 
electric conduction material. Moreover, the orientation film 116a and 116b is formed by making polyimide 
system resin adhere in the shape of [ of uniform thickness ] film. When these orientation film 1 16a and 
116b receives rubbing processing, the initial orientation of the liquid crystal molecule on the front face 
of 1st substrate 107a and 2nd substrate 107b is determined. 

[0119] In drawing 18 , 1st substrate 107a is formed in an area larger than 2nd substrate 107b, and when 
sticking these substrates by the sealant 108, 1st substrate 107a has substrate overhang section 107c 
jutted out to the outside of 2nd substrate 107b. And cash-drawer wiring 114c which prolongs for it and 
comes out of 1st electrode 114a to this substrate overhang section 107c, 114d of cash-drawer wiring 
which flows with 2nd electrode 1 14b on 2nd substrate 107b through the flow material 109 (refer to 
drawing 19 ) which exists in the interior of a sealant 108, It is formed by the pattern with various kinds 
of appropriate wiring called 1 14f of metal wiring connected to the bump for an input of metal wiring 1 14e 
connected to the bump for an input, i.e.. the terminal for an input, of IC103a for a liquid crystal drive, and 
IC103b for a liquid crystal drive etc. 

[0120] With this operation gestalt, 114d of cash-drawer wiring which flows in cash-drawer wiring 1 14c 
and 2nd electrode 114b which are prolonged from 1st electrode 114a is formed by ITO which is the 
same ingredient as those electrodes, i.e., a conductive oxide. Moreover, the metal wiring 114e and 114f 
which is wiring of the input side of ICs 103a and 103b for a liquid crystal drive is formed, the low metallic 
material, for example, the APC alloy, of an electric resistance value. An APC alloy is an alloy which 
consists of the alloy which accompanies mainly including Ag and contains Pd and Cu, for example, Ag98%, 
Pd1%, and Cu1%. 

[0121] IC103a for a liquid crystal drive and IC103b for a liquid crystal drive are pasted up and mounted 
in the front face of substrate overhang section 107c by ACF (Anisotropic Conductive Film: anisotropy 
electric conduction film)122. That is, with this operation gestalt, it is formed on the substrate as a liquid 
crystal panel of the so-called COG (Chip On Glass) method of the structure where a semiconductor 
chip is mounted directly. In the mounting structure of this COG method, the input-side bump of ICs 
103a and 103b for a liquid crystal drive and the metal wiring 114e and 114f are connected conductively, 
it pulls out with the output side bump of ICs 103a and 103b for a liquid crystal drive, and Wiring 114c 
and 114d is connected conductively by the electric conduction particle contained inside ACF122. 
[0122] In drawing 18 , FPC104 has the flexible resin film 123, the circuit 126 constituted including the 
chip 124, and the metal wiring terminal 127. A circuit 126 is directly carried in the front face of the resin 
film 123 by the conductive connection technique of soldering and others. Moreover, the metal wiring 
terminal 127 is formed with the electrical conducting material of an APC alloy, Cr, and Cu and others. 
The part in which the metal wiring terminal 127 was formed among FPC104 is connected to the part in 
which metal wiring 1 14e and 1 14f of metal wiring were formed among 1st substrate 107a by ACF122. 
And the metal wiring 1 14e and 1 14f by the side of a substrate and the metal wiring terminal 127 by the 
side of FPC flow by work of the electric conduction particle contained inside ACF122. 
[0123] The external connection terminal 131 is formed in the side edge of the opposite side of FPC104, 



and it- connects with the external circuit which this external connection terminal 131 does not illustrate. 
And based on the signal transmitted from this external circuit, ICs 103a and 103b for a liquid crystal 
drive drive, a scan signal is supplied to either 1st electrode 114a or 2nd electrode 114b, and a data 
signal is supplied to another side. Armature-voltage control of the picture element pixel of the shape of 
a dot matrix arranged in the effective viewing area V is carried out for each pixel of every by this, 
consequently the orientation of liquid crystal L is controlled for each picture element pixel of every. 
[0124] In drawing 18 , the lighting system 106 which functions as the so-called back light has the 
transparent material 132 constituted with acrylic resin etc., the diffusion sheet 133 prepared in optical 
outgoing radiation side 132b of the transparent material 132, the reflective sheet 134 prepared in the 
opposite side of optical outgoing radiation side 132b of a transparent material 132, and LED (Light 
Emitting Diode)136 as a source of luminescence, as shown in drawing 19 . 

[0125] LED136 is supported by the LED substrate 137 and the supporter (not shown) formed in a 
transparent material 132 and one is equipped with the LED substrate 137. By equipping the 
predetermined location of a supporter with the LED substrate 137, LED136 is put on the location which 
counters optical incorporation side 132a which is the side side end face of a transparent material 132. In 
addition, the sign 138 shows the shock absorbing material for buffering the impact which joins a liquid 
crystal panel 102. 

[0126] If LED136 emits light, the light is incorporated from optical incorporation side 132a, and is led to 
the interior of a transparent material 132, and while spreading reflecting on the wall surface of the 
reflective sheet 134 or a transparent material 132, outgoing radiation of it will be carried out from optical 
outgoing radiation side 132b as a flat-surface light to the exterior through the diffusion sheet 133. 
[0127] In drawing 19 , since it is constituted as mentioned above, it reflects by the reflective film 112 
and the liquid crystal equipment 101 of this operation gestalt is again supplied to liquid crystal L, after 
an extraneous light is incorporated inside a liquid crystal panel 102 from the 2nd substrate 107b side 
and the light passes liquid crystal L, when extraneous lights, such as sunlight and indoor light, are bright 
enough. Orientation control of the liquid crystal L is carried out for every picture element pixel of R, G, 
and B with the electrodes 1 14a and 1 14b which pinch this, therefore, the light supplied to liquid crystal L 
is modulated for every picture element pixel, and images, such as an alphabetic character and a figure, 
are displayed on the exterior of a liquid crystal panel 102 by the light which passes polarizing plate 117b 
by the modulation, and the light which cannot pass. Thereby, the display of a reflective mold is 
performed. 

[0128] On the other hand, when the quantity of light of an extraneous light is not fully obtained, LED136 
emits light, outgoing radiation of the flat-surface light is carried out from optical outgoing radiation side 
132b of a transparent material 132, and the light is supplied to liquid crystal L through the opening 121 
formed in the reflective film 1 12. At this time, like the display of a reflective mold, it becomes irregular 
for every picture element pixel, and, thereby, an image is displayed on the exterior with the liquid crystal 
L with which orientation control of the supplied light is carried out. Thereby, the display of a 
transparency mold is performed. 

[0129] The liquid crystal equipment 101 of the above-mentioned configuration is manufactured by the 
manufacture approach shown in drawing 17 . In this manufacture approach, it is the process in which a 
series of processes of a process P1 - a process P6 form 1st substrate 107a, and is the process in 
which a series of processes of a process P1 1 - a process P14 form 2nd substrate 107b. As for the 1st 
substrate formation process and the 2nd substrate formation process, each is usually performed 
uniquely. 

[0130] First, if the 1st substrate formation process is explained, will use the reflective film 112 for 
plurality of a liquid crystal panel 102 for the front face of the mother raw material base material of the 
large area formed by translucency glass, translucency plastics, etc., and the photolithography method 
etc. will be formed in it. Furthermore, an insulator layer 113 is formed using the method of forming well- 
known on it (process P1), next 1st electrode 114a and Wiring 114c, 114d, 114e, and 1 1 4f are formed 
using the photolithography method etc. (process P2). 



[0131] Next, orientation film 116a is formed by spreading, printing, etc. on 1st electrode 114a (process 
P3), and the initial orientation of liquid crystal is determined by performing rubbing processing to the 
orientation film 116a further (process P4). Next, for example by screen-stencil etc., a sealant 108 is 
formed annularly (process P5), and the still more nearly spherical spacer 119 on it is distributed 
(process P6). Of the above, the 1st substrate of a mother of the large area which owns two or more 
panel patterns on 1st substrate 107a of a liquid crystal panel 102 in part is formed. 
[0132] Apart from the above 1st substrate formation process, the 2nd substrate formation process (the 
process P11 of drawing 17 - process P14) is carried out. First, the mother raw material base material of 
the large area formed by translucency glass, translucency plastics, etc. is prepared, and the color filter 
1 18 for plurality of a liquid crystal panel 102 is formed in the front face (process P1 1). The formation 
process of this color filter is performed using the manufacture approach shown in drawing 6 , and 
formation of each color filter element of R, G, and B in that manufacture approach is performed 
according to the control approach of the ink jet head shown in drawing 1 , drawing 2 , drawing 3 , 
drawing 4 , etc. using the ink jet equipment 16 of drawing 8 . Since the manufacture approach of these 
color filters and the control approach of an ink jet head are the same as the already explained contents, 
those explanation is omitted. 

[0133] If a color filter 1118. i.e.. a color filter, is formed on the mother substrate 12, i.e., a mother raw 
material base material, as shown in drawing 6 (d) Next. 2nd electrode 114b is formed by the 
photolithography method (process P12). further, by spreading, printing, etc.. orientation film 116b is 
formed (process P13). rubbing processing is further performed to the orientation film 116b. and the 
initial orientation of liquid crystal is decided (process P14). Of the above, the 2nd substrate of a mother 
of the large area which owns two or more panel patterns on 2nd substrate 107b of a liquid crystal panel 
102 in part is formed. 

[0134] After the 1st substrate of a mother and the 2nd substrate of a mother of a large area are formed 
of the above, those mother substrates of each other are stuck [ alignment /. i.e., after carrying out 
alignment, ] on both sides of a sealant 108 in between (process P21). Thereby, the panel part for liquid 
crystal panel plurality is included, and the panel structure of the empty in the condition that liquid 
crystal is not yet enclosed is formed. 

[0135] Next, a scribe slot, i.e., the slot for cutting, is formed in the predetermined location of the panel 
structure of the completed empty, and the panel structure is further taken a break namely, cut on the 
basis of the scribe slot (process P22). Thereby, the panel structure of the empty of the shape of so- 
called strip of paper in the condition that the opening 110 (refer to drawing 18 ) for liquid crystal 
impregnation of the sealant 108 of each liquid crystal panel part is exposed to the exterior is formed. 
[0136] Then, liquid crystal L is poured into the interior of each liquid crystal panel part through the 
exposed opening 110 for liquid crystal impregnation, and each liquid crystal inlet 110 is further closed 
with resin etc. (process P23). The usual liquid crystal impregnation processing puts into a chamber etc. 
the reservoir container and the strip-of-paper-like empty panel by which liquid crystal was stored into 
for example, the reservoir container, and the liquid crystal was stored, after it makes the chamber etc. a 
vacua, it is immersed in a strip-of-paper-like empty panel into liquid crystal in the interior of the 
chamber, and it is performed by opening a chamber to atmospheric pressure after that. Since the 
interior of an empty panel is a vacua at this time, the liquid crystal pressurized by atmospheric pressure 
is introduced inside a panel through opening for liquid crystal impregnation. Since liquid crystal adheres 
to the surroundings of the liquid crystal panel structure after liquid crystal impregnation, the strip-of- 
paper-like panel after liquid crystal impregnation processing receives washing processing in a process 24. 
[0137] Then, two or more liquid crystal panels are separately cut down by forming a scribe slot in a 
predetermined location again to the mother panel of the shape of a strip of paper after liquid crystal 
impregnation and washing finish, and cutting a strip-of-paper-like panel on the basis of the scribe slot 
further (process P25). In this way, as shown in drawing 18 to each produced liquid crystal panel 102, 
target liquid crystal equipment 101 is completed by mounting ICs 103a and 103b for a liquid crystal drive, 
equipping with a lighting system 106 as a back light, and connecting FPC104 further (process P26). 



[0138] The manufacture approach of the liquid crystal equipment explained above and especially a 
manufacturing installation have the following descriptions in the phase which manufactures a color filter. 
That is, each filter element 3 in the color filter 1118, i.e., the color filter of drawing 19 , shown in 
drawing 5 (a) is not formed of one horizontal-scanning x of the ink jet head 22 (refer to drawing 1 ), and 
one filter element 3 is formed in every n times of two or more nozzles 27 belonging to a different nozzle 
group, and is formed in predetermined thickness by receiving the ink regurgitation in piles 4 times. For 
this reason, even when variation exists in ink discharge quantity among two or more nozzles 27 
temporarily, it can prevent that variation arises in thickness among two or more filter elements 3, and, 
so, the light transmission property of a color filter can be superficially made into homogeneity. In the 
liquid crystal equipment 101 of drawing 19 , I hear that clear color display without an irregular color is 
obtained, and there is this. 

[0139] Moreover, in the manufacture approach of the liquid crystal equipment of this operation gestalt, 
and a manufacturing installation, since a filter element 3 is formed by the ink regurgitation using the ink 
jet head 22 by using the ink jet equipment 16 shown in drawing 8 , there is also no need of passing 
through a complicated process like the approach using the photolithography method, and an ingredient is 
not wasted. 

[0140] (The 7th operation gestalt) Drawing 20 shows 1 operation gestalt of the manufacture approach of 
EL equipment concerning this invention. Moreover, drawing 21 shows the main process of the 
manufacture approach, and the main cross-section structure of EL equipment finally acquired. As shown 
in drawing 21 (d), EL equipment 201 Form the pixel electrode 202 on the transparence substrate 204, 
and between each pixel electrode 202, see bank 205 from arrow-head G, and it forms in the shape of a 
grid. So that the hole-injection layer 220 may be formed into those grid-like crevices, it may see from 
arrow-head G and it may become a predetermined array of a stripe array etc. R color luminous layer 
203R, It is formed by forming G color luminous layer 203G and B color luminous layer 203B into each 
grid-like crevice, and forming a counterelectrode 213 on them further. 

[0141] When driving the above-mentioned pixel electrode 202 by the active component of 2 terminal 
molds called a TFD (Thin Film Diode: thin-film diode) component etc., the above-mentioned 
counterelectrode 213 is seen from arrow-head G, and is formed in the shape of a stripe. Moreover, when 
driving the pixel electrode 202 by the active component of 3 terminal molds called TFT (Thin Film 
Transistor: thin film transistor) etc., the above-mentioned counterelectrode 213 is formed as a single 
field electrode. 

[0142] The field across which it faces with each pixel electrode 202 and each counterelectrode 213 
becomes one picture element pixel, the picture element pixel of R, G, and B3 color becomes one unit, 
and one pixel is formed. By controlling the current which flows each picture element pixel, what is 
wished of two or more picture element pixels is made to emit light alternatively, and, thereby, the full 
color image wished to have in the direction of arrow-head H can be displayed. 

[0143] The above-mentioned EL equipment 201 is manufactured by the manufacture approach shown in 
drawing 20 . That is, like a process P51 and drawing 21 (a), active elements, such as a TFD component 
and a TFT component, are formed in the front face of the transparence substrate 204, and the pixel 
electrode 202 is formed further. As the formation approach, the photolithography method, a vacuum-like 
arrival method, the sputtering method, the metal fog method, etc. can be used, for example. As an 
ingredient of a pixel electrode, the multiple oxide of ITO (Indium Tin Oxide), the tin oxide, indium oxide, 
and a zinc oxide etc. can be used. 

[0144] Next, as shown in a process P52 and drawing 21 (a), the septum 205, i.e., a bank, was formed 
using the well-known patterning technique, for example, the photolithography method, and between each 
transparent electrode 202 was filled with this bank 205. Thereby, improvement in contrast, prevention of 
the color mixture of luminescent material, the optical leakage from between a pixel and pixels, etc. can 
be prevented. Although it will not be limited especially if it has endurance to the solvent of EL ingredient 
as an ingredient of bank 205, organic materials, such as that the fluoridization can be carried out by 
fluorocarbon gas plasma treatment, for example, acrylic resin, an epoxy resin, and photosensitive 



polyimide, are desirable. 

[0145] Next, just before applying the ink for hole-injection layers, continuation plasma treatment of 
oxygen gas and the fluorocarbon gas plasma was performed to the substrate 204 (process P53). 
Thereby, a polyimide front face is ******(ed) and an ITO front face can perform wettability control by 
the side of the substrate for hydrophilization being carried out and carrying out patterning of the ink jet 
drop minutely. As equipment which generates the plasma, it can use similarly with the equipment which 
generates the plasma in a vacuum, or the equipment which generates the plasma in atmospheric air. 
[0146] Next, as shown in a process P54 and drawing 21 (a), patterning spreading was performed for the 
ink for hole-injection layers on discharge and each pixel electrode 202 from the ink jet head 22 of the 
ink jet equipment 16 of drawing 8. The control approach of a concrete ink jet head used the approach 
shown in drawing 1, drawing 2, drawing 3, or drawing 4. The solvent was removed on a room temperature 
and the conditions of 20 minutes after the spreading and among the vacuum (1torr) (process P55), and 
the ink for luminous layers and the hole-injection layer 220 not dissolving were formed among 
atmospheric air after that by 20 degrees C (on a hot plate), and heat treatment for 10 minutes (process 
P56). Thickness was 40nm. 

[0147] Next, as shown in a process P57 and drawing 21 (b), on the hole-injection layer 220 in each 
filter-element field, the ink jet technique was used and the ink for R luminous layers and the ink for G 
luminous layers were applied. Here, each ink for luminous layers followed further discharge and the 
approach which showed the control approach of an ink jet head to drawing 1, drawing 2, drawing 3, or 
drawing 4 from the Inkjet head 22 of the ink jet equipment 16 of drawing 8. According to the ink jet 
method, detailed patterning can be performed in a short time simple. Moreover, it is possible by changing 
the solid content concentration and discharge quantity of an ink constituent to change thickness. 
[0148] After spreading of the ink for luminous layers, and among the vacuum Otorr), the solvent was 
made to remove and (process P58) conjugate continuously by 150 degrees C and heat treatment of 4 
hours among nitrogen-gas-atmosphere mind on the conditions of a room temperature, 20 etc. minutes, 
etc., and R color luminous layer 203R and G color luminous layer 203G were formed (process P59). 
Thickness was 50nm. The luminous layer which conjugated by heat treatment is insoluble to a solvent. 
[0149] In addition, before forming a luminous layer, continuation plasma treatment of oxygen gas and the 
fluorocarbon gas plasma may be performed in the hole-injection layer 220. Thereby, a fluorine ghost 
layer is formed on the hole-injection layer 220, and when ionization potential becomes high, hole- 
injection effectiveness can offer increase and organic electroluminescence equipment with high luminous 
efficiency. 

[0150] Next, as shown in a process P60 and drawing 21 .(c), B color luminous layer 203B was formed in 
piles on R color luminous layer 203R in each picture element pixel, G color luminous layer 203G, and the 
hole-injection layer 220. Thereby, it not only forms the three primary colors of R, G, and B, but it can 
bury and carry out flattening of the level difference of R color luminous layer 203R and G color luminous 
layer 203G, and bank 205. Thereby, vertical inter-electrode short-circuit can be prevented certainly. By 
adjusting the thickness of B color luminous layer 203B, in the laminated structure of R color luminous 
layer 203R and G color luminous layer 203G, B color luminous layer 203B acts as an electron injection 
transportation layer, and does not emit light in B color. 

[0151] As the formation approach of the above B color luminous layer 203B, the general spin coat 
method as a wet method can also be adopted, for example, or R color luminous layer 203R and the 
method of forming G color luminous layer 203G, and the same ink jet method can also be adopted. 
[0152] Then, as shown in a process P61 and drawing 21 (d), target EL equipment 201 was manufactured 
by forming a counterelectrode 213. A counterelectrode 213 can be formed by being made from Mg, Ag, 
aluminum, Li, etc. using the forming-membranes methods, such as vacuum deposition and a spatter, 
when it is a field electrode. Moreover, when a counterelectrode 213 is a stripe-like electrode, the 
formed electrode layer can be formed using the patterning technique of the photolithography method etc. 
[0153] Since the control approach shown in drawing 1, drawing 2, drawing 3, or drawing 4 as the control 
approach of an ink jet head was adopted according to the manufacture approach of EL equipment 



explained above, and the manufacturing installation The hole-injection layer 220 in each picture element 
pixel in drawing 21 and R and G, and B each color luminous layers 203R, 203G, and 203B It is not formed 
of one horizontal-scanning x of the ink jet head 22 (refer to drawing 1). The hole-injection layer and/or 
each color luminous layer in one picture element pixel are formed in n times of two or more nozzles 27 
belonging to a different nozzle group, and are formed in predetermined thickness by receiving the ink 
regurgitation in piles 4 times. For this reason, even when variation exists in ink discharge quantity among 
two or more nozzles 27 temporarily, it can prevent that variation arises in thickness among two or more 
picture element pixels, and, so, the illuminant cloth property of the luminescence side of EL equipment 
can be superficially made into homogeneity. In the EL equipment 201 of drawing 21 (d), I hear that clear 
color display without an irregular color is obtained, and there is this. 

[0154] Moreover, in the manufacture approach of EL equipment of this operation gestalt, and a 
manufacturing installation, since each color picture element pixel of R, G, and B is formed by the ink 
regurgitation using the ink jet head 22 by using the ink jet equipment 16 shown in drawing 8, there is 
also no need of passing through a complicated process like the approach using the photolithography 
method, and an ingredient is not wasted. 

[0155] (Other operation gestalten) although the desirable operation gestalt was mentioned and this 
invention was explained above, this invention is not limited to the operation gestalt, within the limits of 
invention indicated to the claim, is boiled variously and can be changed. 

[0156] For example, although the ink jet head 22 was moved to main scanning direction x, horizontal 
scanning of the substrate 12 was carried out and it decided to carry out vertical scanning of the 
substrate 12 by the ink jet head 22 by moving a substrate 12 with the vertical-scanning driving gear 21 
in the manufacturing installation of the color filter shown in drawing 8 and drawing 9, contrary to this, 
horizontal scanning can be performed by migration of a substrate 12, and vertical scanning can also be 
performed by migration of the ink jet head 22. 

[0157] Moreover, although the ink jet head of the structure which carries out the regurgitation of the ink 
using bending deformation of a piezoelectric device was used with the above-mentioned operation 
gestalt, the ink jet head of the structure of other arbitration can also be used. Moreover, although 
illustrated with the above-mentioned operation gestalt only about the most general configuration the 
configuration and a main scanning direction and the direction of vertical scanning cross at right angles, 
the relation between a main scanning direction and the direction of vertical scanning is not restricted to 
orthogonality relation, but should just intersect it at an angle of arbitration. As an ingredient made to 
breathe out, according to the element formed on the object of a substrate etc., it is variously selectable, 
for example, electrical conducting materials, such as a silica glass precursor and metallic compounds, 
the dielectric materials, or the semiconductor material other than ink and EL luminescent material 
mentioned above is mentioned as the example. Moreover, although the above-mentioned operation 
gestalt has explained the manufacture approach of the manufacture approach of the manufacture 
approach of a color filter and a manufacturing installation, and liquid crystal equipment and a 
manufacturing installation, and EL equipment, and the manufacturing installation as an example, this 
invention can be used for the technology at large which performs detailed patterning on an object, 
without being limited to these. For example, formation of various semiconductor devices (a thin film 
transistor, thin— film diode, etc.), various circuit patterns, and an insulator layer etc. is mentioned as an 
example of the use range. As an ingredient made to breathe out from a head, according to the element 
formed on the object of a substrate etc., it is variously selectable, for example, electrical conducting 
materials, such as a silica glass precursor and metallic compounds, the dielectric materials, or the 
semiconductor material other than ink and EL luminescent material mentioned above is mentioned as 
the example. Moreover, although the "ink jet head" has been called with the above-mentioned operation 
gestalt since it is simple, the discharged substance breathed out from this ink jet head is not limited to 
ink, for example, various things, such as conductive ingredients, such as the above-mentioned EL 
luminescent material, a silica glass precursor, and metallic compounds, dielectric materials, or a 
semiconductor material, cannot be overemphasized. The liquid crystal equipment and EL equipment 



which were manufactured by the manufacture approach of the above-mentioned operation gestalt can 
be carried in the display of electronic equipment, such as a portable telephone and a pocket mold 
computer. 
[0158] 

[Effect of the Invention] According to the manufacture approach of a color filter and manufacturing 
installation concerning this invention, each filter element in a color filter is not formed of one scan of an 
ink jet head. Since one filter element each is formed in predetermined thickness by receiving the ink 
regurgitation in piles by two or more nozzles belonging to a different nozzle group Even when variation 
exists in ink discharge quantity among two or more nozzles temporarily, it can prevent that variation 
arises in thickness among two or more filter elements, and, so, the light transmission property of a color 
filter can be superficially made into homogeneity. 

[0159] Moreover, since this invention is the approach of using an ink jet head, there is also no need of 
passing through a complicated process like the approach using the photolithography method, and an 
ingredient is not wasted. 

[0160] Moreover, according to the manufacture approach of liquid crystal equipment and manufacturing 
installation concerning this invention, it sets in the phase which manufactures a color filter. Each filter 
element in a color filter is not formed of one scan of an ink jet head. Since one filter element each is 
formed in predetermined thickness by receiving the ink regurgitation in piles by two or more nozzles 
belonging to a different nozzle group Even when variation exists in ink discharge quantity among two or 
more nozzles temporarily, it can prevent that variation arises in thickness among two or more filter 
elements, and, so, the light transmission property of a color filter can be superficially made into 
homogeneity. Consequently, a clear color image without an irregular color can be displayed. 
[0161] Moreover, according to the manufacture approach of EL equipment and manufacturing installation 
concerning this invention, each color luminous layer of R, G, and B in each picture element pixel is not 
formed of one horizontal scanning of an ink jet head, and each of those color luminous layers are formed 
in predetermined thickness by receiving the ink regurgitation in piles by two or more nozzles belonging 
to a different nozzle group. For this reason, even when variation exists in ink discharge quantity among 
two or more nozzles temporarily, the clear color display which can prevent that variation arises in 
thickness among two or more picture element pixels, and can so make homogeneity superficially the 
illuminant cloth property of the luminescence side of EL equipment, consequently does not have an 
irregular color can be obtained. 

[0162] Moreover, in the manufacture approach of EL equipment of this invention, and a manufacturing 
installation, since each color picture element pixel of R, G, and B is formed by the ink regurgitation 
which used the ink jet head, there is also no need of passing through a complicated process like the 
approach using the photolithography method, and an ingredient is not wasted. 

[0163] Moreover, according to the control device of the ink jet head concerning this invention, each 
color pattern is not formed of one scan of an ink jet head. Since one color pattern each is formed in 
predetermined thickness by receiving the ink regurgitation in piles by two or more nozzles belonging to a 
different nozzle group Even when variation exists in ink discharge quantity among two or more nozzles 
temporarily, it can prevent that variation arises in thickness among two or more color patterns, and, so, 
the optical property of a color pattern can be arranged with homogeneity in the flat surface of an optical 
member. 

[0164] Thereby, R [ as a color pattern in the color filter as an optical member ], G, and B each color 
filter element can be superficially formed by uniform thickness. Moreover, R, G, B luminous layer, and 
the hole-injection layer as a color pattern in the EL element as an optical member can be superficially 
formed by uniform thickness. 
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DESCRIPTION OF DRAWINGS 



[Brief Description of the Drawings] 

[Drawing 1] It is the top view showing typically the main processes of 1 operation gestalt of the 
manufacture approach of the color filter concerning this invention. 

[Drawing 2] It is the top view showing typically the main processes of other operation gestalten of the 
manufacture approach of the color filter concerning this invention. 

[Drawing 3] It is the top view showing typically the main processes of the operation gestalt of further 
others of the manufacture approach of the color filter concerning this invention. 

[Drawing 4] It is the top view showing typically the main processes of the operation gestalt of further 
others of the manufacture approach of the color filter concerning this invention. 
[Drawing 5] It is the top view showing 1 operation gestalt of the mother substrate used as the 1 
operation gestalt of the color filter concerning this invention, and its foundation. 
[Drawing 6] It is drawing showing the production process of a color filter typically using the cross- 
section part according to the VI-VI line of drawing 5 (a). 

[Drawing 7] It is drawing showing the example of an array of the picture element pixel of R [ in a color 
filter ], G, and B3 color. 

[Drawing 8] It is the perspective view showing 1 operation gestalt of the ink jet equipment which is a 
part for the principal part of each manufacturing installation called the manufacturing installation of EL 
equipment concerning the manufacturing installation of the color filter concerning this invention, the 
manufacturing installation of the liquid crystal equipment concerning this invention, and this invention. 
[Drawing 9] It is the perspective view expanding and showing the principal part of the equipment of 
drawing 8 . 

[Drawing 10] It is the perspective view expanding and showing the ink jet head which is the principal part 
of the equipment of drawing 9 . 

[Drawing 11] It is the perspective view showing the example of an alteration of an ink jet head. 
[Drawing 12] It is drawing showing the internal structure of an ink jet head, and a part of (a) shows a 
fracture perspective view, and (b) shows the cross-section structure according to the J- J line of (a). 
[Drawing 13] It is the top view showing other examples of an alteration of an ink jet head. 
[Drawing 14] It is the block diagram showing the electric control system used for the ink jet head 
equipment of drawing 8 . 

[Drawing 15] It is the flow chart which shows the control flow performed according to the control 
system of drawing 14 . 

[Drawing 16] It is the strabism side Fig. showing the example of an alteration of further others of an ink 
jet head. 

[Drawing 17] It is process drawing showing 1 operation gestalt of the manufacture approach of the liquid 
crystal equipment concerning this invention. 

[Drawing 18] It is the perspective view showing an example of the liquid crystal equipment manufactured 
by the manufacture approach of the liquid crystal equipment concerning this invention in the state of 
decomposition. 

[Drawing 19] It is the sectional view showing the cross-section structure of liquid crystal equipment 



accordfng to the Ix-lx line in drawing 18 . 

[Drawing 20] It is process drawing showing 1 operation gestalt of the manufacture approach of EL 
equipment concerning this invention. 

[Drawing 21] It is the sectional view of EL equipment corresponding to process drawing shown in 
drawing 20 . 

[Drawing 22] It is drawing showing an example of the manufacture approach of the conventional color 
filter. 

[Drawing 23] It is drawing for explaining the property of the conventional color filter. 
[Description of Notations] 

1 Color Filter 

2 Substrate 

3 Filter Element 

4 Protective Coat 

6 Septum 

7 Filter-Element Formation Field 

1 1 Color Filter Formation Field 

12 Mother Substrate 

13 Filter-Element Ingredient 

1 6 Ink Jet Equipment 

1 7 Head Positional Controller 

18 Substrate Positional Controller 

19 Horizontal-Scanning Driving Gear 

21 Vertical-Scanning Driving Gear 

22 Ink Jet Head 

26 Head Unit 

27 Nozzle 

28 Nozzle Train 

39 Ink Pressurization Object 
41 Piezoelectric Device 
49 Table 

76 Capping Equipment 

77 Cleaning Equipment 

78 Electronic Balance 

81 Camera for Heads 

82 Camera for Substrates 

101 Liquid Crystal Equipment 

102 Liquid Crystal Panel 
107a, 107b Substrate 
111a, 111b Base material 
114a, 114b Electrode 
118 Color Filter 

201 EL Equipment 

202 Pixel Electrode 

203R, 203G, 203B Luminous layer 

204 Substrate 

205 Bank 

213 Counterelectrode 
220 Hole-Injection Layer 
L Liquid crystal 
M Filter-element ingredient 



4 x Main scanning direction 
Y The direction of vertical scanning 
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yKyH, RtfME»S©3-&©-**tt#fc*tbT 

memr© y e Lswtt*m* tt m ux 

t&E£«± fc WE E L JB * Bfcr S IS t . 

«-ittffiy^-^©d>ft< t*>-«*»WEa6«©rai;*«- 

*t9E^^3E*[6UC^S£-e^SJ;5»C, fM2-f>*5>x 
„ F&rmEfi«©5*i©-*£tt*l;:*fbTMiJ 

j63ta-e-*iat» s#wrr*z: eljs 30 

@©Slig*ft. 

1 3 ] *n^?n*»E LSHttffl *•&»*»:©» 

* K*"t;pft»IR±fcE*l UTjSft E L g©©ffiljg&® 
fcROyXJl'ftWttlCE^bTjasyXJI'WSWU K 

y x^^r©^^ :/»c#«3nTfc*-f >? s?x 

y Ft, 

UK 5?x -y F'vE L»*«»ft«l&-r*'f > 

*R©y'X;p*wttfce3flbTj«a/;oi'W*#u tt 40 
y x;hw*ir© y*- xk#$j $ nxfr 5 -r > * $? x 

h'V.y Fix 

ME-f >&i?x.v b^y H^II»EEL»«tm*«IW 
5<>*tfcS&^R£, 

ttfS-f >#z?xy h^v FRtfttE**©^©— 
t. 

WE-f >*3?xy F'W H&tftilES«© ?•£©-*£ 

tt* fc** b TgiJi&S*f6] $ *SI'Jj££!8i)^R 

fc, 50 
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jffiEJIR© y XiW S> ©< ©itu y x;u 

»E±j63lEK»*»©»ff*lWfP"r**j£3t«»*S 

WEMjfe*B»*a©»f^6lW*"r*MjfeaElW»*S 

#WE^-y©*!ft< t fc-*faWIWB»R©H bS5# 
*WE±jfe«*iftK:ifeaETr**J:5R:, IWB-f>£5?x 
•V FRtfffiESffi©3£©-*£tt#fc*fLTliJ 

[«*«14] *«±fc*R©fi/'«:*->*EHbT 

j**#*«rasttjfrr*tefcm»&ns-f >*$?x? f 
a-v H©(wtssefc*viT, 

y XJW5HiW*R©y;i^ye#MsnTfc*-r s? x 

y Ha*; Ft, 
*&if&^Ri:> 

ME-f >*S>xs/ F'W FR^WE»R©3 •&©—** 

tt* it** b t±^2e*(6i s njk&mmmm 

WE-f >9&x.y F&tfttEa&K©^*©— 

WEtgR© y x/w» & ©-r > * ©ttffl s y x;w 
t, 

ittE«jtesmft*R©»f^*«*-r*M**iw«*»fc 
**b, 

&«5E^;V-7 r ©i!>&< tt>-«B*<WES«©rab«B^ 
*WE*jfe«*(^K:*aET?**J:5fc, taE-f^^x 
yhv; F&CflWEaS*©^*©— *«r«&*lC*#bT19 
'36****2: 4: ft4*«ff*-f>^S?xy F^-v F©ftd 
fllKB. 

[M&K15] »**K»»*Rtwr*fc»e>©*J*Tr 

Sot, 

«»©yx;Psa»mtE5iJbT^c-syx;u?ij*#b, sa 
e y x;u5flw««c© ^p- y nx&SA y f , 
arw»E»**©5 ■&©— *fttt*c*# lt±^iS] 

itEttft© y &WE«*«Kiai^-o Ta*?WK» 

#WE^-y©*& < t t>-«*«WE*«©ra bgB# 
SS3E±*2E*(Silr^«T#a«J:5fc, UEAyHRtf 

WE*f*«©5-6©-*fei&*K*fbTiijje«*-e-*i 
at. 

e jurrs c t tf*«»©itu*Sc. 

[^*JS 1 6 J 1 5 IC^V^T, SUE^-y F, R 

tf*Mfc«©-**WEy;u-:/©9Jifeas*ffl©ft3 ros 



( 4 ) 
5 

mm®.<D j XMtmmmMitijft \zm ltm®-? % «t 

I'J£3E&»jfldte, 10 
6±; (L/n) cose 

y x;i^ i**m £ stm $ -a* v> d t £4#m 1 1 ztm 

o % metm & utm $ ^z t \z l fcMs^su j X)v * 
teyX^X.H'-Xo&Sm, *tiiHyx;^j*tS9fss«j^ 20 
«> 

5 (L/n) c o s 0 

immzi) tt&mzttn&atm-rzfztbvttnv) 

Wffi^y KS.C^ttItH*f^©^^©-*&ffii*tr*fbT 30 

flil* IC M U TWj£*;tflSj »ft $ -tfS IiJjfegSjgftgjii 
t, 

[S]»C^ME-e^^«t^»c, fflE-f >?3>x? h^y K&tf 

im&m 2 3 ] gt^jg 1 2 KtEftOELggcDffiiia*!* 

[0 0 0 1] 

fcjt^ss km v> £> n-s* 5- 7 w *®3fif -5 Kit 
jjmRtfm&&m\zm-?z. 50 
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6 

Lmm<D&m^mRzfmmmm\zmn. 
range* x»m^s*^«L,fcST*asgicK-r-5. 

[0 0 0 2] 

\Z <fc o T 7 )Vti v -S^ £fr 5 Z. t <U 1 

m$k&m\z£.z>7)v%7-&*k\t. m?Li$, m 
M,miz£-?T&§$ztiz>yt$:j3 7-y4)Ui?\zm.-rz.t 

7., •Xyx^yzmz^xKf&iEftit&fiLVijmK. 

MZ.\S, R (*) , G , B (#) ©Kyhttoa- 
ti^lf-f ^IBJiJ^ <h Vio fe^©IH5<J-C^^> d t \Z£ 
[0 0 0 3] ELgll;J;^T7;W7-^4 

(^) , B (W) ©K<yhtt©^fiELMl*XH7 
-TXE59. ^^laj'JX^^E-lf-f ^E^tv^fc^ 

©i2?<jt?M^ z.tnz><DEL&ytm&— ttomm-cms 
L-a&m\d?-t.)\'$:Bi$.i>s zn^^mwzwm-t^M 
mz&mvir tAz: i:\zfflw-r z> z, £\z£ixmmi&m 

[0 0 0 4] jjj— 74)V?(DR, G, B^?©# 

&7-< )i<?x.u*>h$:rt?-—>tf-rz>m'& j $>. el 

gg©R, G, B^©#fi^tf^-fe;i,$A^-->X 
^7^hU^X h&Z0r$t\zm®-tZ><DT'UX btfft< 

[0005] ^©Poia^^w-rs/c*, -r^^i»^ 

SJC^oT^^^^^^EL^^^* \ty hmz 
Vttii't2>Z\t\zJ:0 by h«IHJiJ©7^ =7*> h^EL 

[0 0 0 6] ^, 02 2 (a) ICfel^T, ^7^., X^ 
X?y?^iZ±-oTMl&2tl?t±ffim<DmtiL, ^t>®2> 
■?*f-X- K 3 0 1 ©^Blc^$n«*ISc©^^;ufiS 
WL3 0 2<Df*lffimm\Z. 02 2 (b) ic^-rj;^»c, H 
y bmzm&izntz4&§k<D7 << ;^im>f3 03* 

©^IC«> fiaj^.«E2 2 (c) \Z7jk-f£7lZ> &&<D 

yX)V3 0 4&&mzmp\VTj&z>; X)wi3 osst 

tM^fx^hA^noeS, 02 2 (b) K£ 



( 5 ) 

7 

-r&fc>-£ 7 a frftiw&vtm-r % z t \zx o t^-m 

{attlC7w-JV^Xk^> h 3 0 Z*Mf&tZ>. 
[0 0 0 7] 7-fJ^Il'^>h 3 0 3liR, G, BS? 

©s-fe^xh^-r xe?u, x;i/*e*>j, ^-y-r^EJo* 

£ V»t> fc3i£©Eai»«TE*|-r -5 C <h K «fc o TJg/££ 
ft-5<t)©-C&5©T% 02 2 (b) CsSf-f >^>>xy 
h^y K3 0 6KJ:S-r>£ttlMa«tt, R. G, BCD 10 
^fiSttW-rS'f >^'S?xy hAy H 3 0 6£R, G, 
B^©3fe#;/^*^»&V*T*Sl>-T\ *rn$<D'f>#i? 
x.y h-^v K3 0 6 <£WB-*r trfflUT 1 :p©v+F— H 
3 0 1±ICR, G, B^C0 3^E?iJ*^fi£-r^. 
[0 0 0 8] 

[f&W;M*fc b J: i> til^T?, O^x 

V KyP3 0 6 CHl/TH, — J XtoWZ 0 5 
*«J«r**»©/X;i'3 0 4©-f >j''ttlBSK/^3' 
*#*D, 0!I*.»£B2 3 (a) fcjSl\fc5fc> ,/XJW?>J 
3 0 5©WM«fc#fcT*tt«©ttffl«#*<, ■*■©* 20 

*«*«*©2fcK:3>< . ^ns©*fflgi5©id:m«a<4>fcv> 

[0 0 0 9] tot, 02 2 (b) KjRTJ;3K:LT-r 
>9 s Jx.y h->\y H3 0 6 l:ioT7^WlW>h 
3 0 3SMbfciS, 02 3 (b) fcjjVr«k5 fc, -f 
>^yiy h* 3 0 6 ©«MlC*fJST*tt«PlX 
«>f*eBP2, *W4Pi;RtfP2©W:frK:«flE©BV»;* 

SH*tt*fiFfc-fcfc* t V»5 IM«i» o fc. 
[0 0 10] #5gilte> ±f5©ffig£l;:ffi#-T/£$nfc 30 

©#7-3^4«£, ELfS#B©?8#4*tt^,hV>o&ft 
[0011] 

[nM£*fc-r*fc*©¥fU (1) ±E©BW*Jtdc 

Tzft®. *mi\z&zi3?-74)V2<om&3mi*. 

-7 W )\>9Zm&?Z>* 7-7 4 ;U^©SiS73feT*o 
T, tt»©;X;US2flttfcEWbTJ*S/'XJl>JII*# 40 

l, X)vmm§!i.<Dif)i-7\ztt%it<m:ti.Z'( > 

^xyKyh*. Stf1ME**©3"fe ©-#««>*£: 

fE7^;i^xi^>h£ftM£-r*ifS£> #ti}f2y;p- 

Jjfa\Zik&Xg2>&?\Z. ME-f^^xy h^y KS. 
C/S3fE«« © 5 -fe © -7j £ fi&Tj fc*t b T S'i^* $ * S I 
fit. fcft^TS CI <fc "f -5. 

(o o i 2] c©tflfi£©#7-:7^;i'3'©gi3e7j-?£ic«k so 
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#7 — 7^ Jl/^rt©[@*©7^;U^XW^>K 
tt, >^-7i7 hAy l @o$Si:J;oTM$ 
ft5©T«fc<T. gfc5/X;U^JU-:/CJlf 
© ./» X;Hc «fc o TfifcfC •* > ? tt tU £ S ft Z t \Z J; Z) 

ffifeommiz&f&znzw, &\z&&.<d; X)[>m\z%> 
© 7 ^ x i/ * > h mxmm iza 7 -y c z> z. t 

*»lbT*. *t\&. 13=7-7 4 ;i/^©JtSiH#tt&¥ 
BWt'^— let* 5 £ t 3. 

[0 0 13] fc£3AA ^BJcD^^-^^-^^CMifi 
»fttt'f>i?^zj» h'V? h*£#V>$7ji£T&5©-l?. 
7 * h U V y 5 7 W -S«r^ V^TjS© i 5 ^t^SS^X 

[0014] ±%m&<Dti7--7 4 )v?<D§m)5m\zi$ 

SrWlH/ x;i/i/;u-y©9J^*7j-r6i©«^ ©Sica©s 
■3-ei&jj\zMVTm7£&&Wjz-&z>zt&-egz>. z? 

Mz&^xm*<D7<< > vmmz-i >irt>m 

[0 0 15] Sfc, ±12^©*7-7^;^©ii3fii75 

^bTEg-r-5^t*fr#-5. ; X)\>m\m$t.<r> ; X)v 
&piik\zmm-rz>zt\zj:-DTMf&-2nz>» zom&, 

isjtc^bTjpfTTa&st-r-si:, yx;^e>ttta$nfc 

u-^>h©i^t)-8-p*)©©ra©ra^ -r^fe-fexi^^> 

h r B T t! y ^tt, y X)Vm*Wffct -5*ISSc© / xjp© / x* 

[0016] x^^ohretfy^Avx^wtfy^fc^s 

b<Tfi.Vi*i-&lC«±|E©*ST?^Vi©T?*>-5^ Z<D 

v^*i-g-©7J*^^©**S^-e*S. rcj;^l:xi// 
> h ffl K y 1 / X;uw tf <y ^ t *W«c*«#»c«, ± 
IE«lJ*©J;pir. yXJWJiJ^-f >^xy h^s>y H©»J 
*3E75-f^lC«bT«m$-e--5C:«l:fCJ:>3, /XJUBKy 
^©S'J^*7jr6]l^ofcfiS SXI^^ > hFfltf-y^t-g- 

^•r-ss-/ x;u©ffie*<±^*73[^icBi vxtamz-r 

tlZ>Zt\ZttZ>tf, Ztl\Zttl>T\Z&; X)Vfrt><D7 ■< 

«to. #;xj^6©-f >^?iS*^s©{&e»c#iit&-e^ 
•5. 

[0 0 17] L%iMfc<Dli7-7 4 ;i^©8ij£7J 
te&©«k5KbTtfe£T-£S. -T^b-fe, ttll2/XJ^J 



( 6 ) 

9 

«5 ±? (L/n) c o s 5 

KyH teitlic© y Xj|/£IiJ;6Me#i^ y X^iOP- X 

feT3E^SSns. 10 
C0018] jfcfc, ±ftffi&c.<Dj]7-y4)\,?<DW&j3 

Stcis^T, tftEyx;u^j©M$gSB#©$:<B©yx;i^ 
e> ft7 ;p^x i^><> h*m£sta s-a-& v> t saw 

#?££$ffl-Tf£5. — j&©-f >i7'J^y h^y f*K43V> 

#\Ztts<.X&<k-?2>Z\£itm2 3 (a) ICKabTlft^ 
bfciltJTSS. £©«fc5fc<>7«:a#^tt£;fi--r 
M^i'iy h'Sy K&HLTtt. &{t©;*:#V>y X 

*«— &&&*©yx;w*te:5 3:iirrn«., 7<tn>?x. 20 

[0 0 19] ±fH©=t^icyx;u^ioM^BK^© 
ifcMoyxji/SffiffiifrtcMs^fTdJS^-jc^. -f >f 

*?x.v Vsy K©liJS2E#t!j©SSte&©J:5CLT»: 

etms-a-ftv^ t fcb&PHBtty x;u*»v»fc«»oft 
s*l, *ai2^9J»c«}:oT^$n§tiFf3y;p-x©S!c 
* n , me y x;i^j*tttrEMij;£fe*rej <t f£T#g & 0 1 

5 *r (L/n) cose 30 
[0 0 2 0] #;\Z, ±Umi&<Dtl : 7-7 4)l>?<DmB.Jj 

mz&-DTm.i&znz>-t} : 7—7 j )\>*\t, r (p^ 

b*) , G (7"U-» , B (7>-) , gS£WaC (->7 
» ,y Hid-) ,m (vi?>^> m<DlS.fk&y * )\> 
^ x 1^ * > h * jpsetj tr w& ©a ^ — > \zmm-? s £ t 
K«fcoTffi5j&sn5<t:#*.<£>n5. z.<o SLo1s.fi 7 -y 

4 )\>5>zm.m-z>m&\z\*. *g&£©-5-&© \mm<n>y 
^.-r^>^o\zm^>^'jjLv f SUSSES"* 

t&Elfi©S«IC#LTS-fe«©<> : 7v»x>;/ b's 
y Y icffl ^TJffl&ltfr pci ir «t o T*^-c# 

[0 0 2 1] ±E©«fc-5&R, G, B, 

C, Y, M^©*g^fe7>f;P^X^^>h$rWr-5*7 

-7* a-fcfcutairsaHMMi© 
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ME-f >*5*xy b'Sy K*JMEU rjfflEy X;W*Jrt 

UMB-f >*5>xy b^y FfcJ:oT*Scfifc*tL-TraP# 
[0 0 2 2] (2) *E, *&W\zmZ>lJ7-7 4 )V? 

«56«BTaoT. 4S»©yX;i/S5iJttirE5iJbTJ«S 

y xwiswl, &y x;HW*g»©y;u-7*fc:#f!is 

-r>^-7xy b^y HSOtt8E*ffi©5^©-^Sffil^ 
tr^UT^SE*r6]^K;$-e-^^*®»,^©t, w 
SW>^S>x?» b^y FJWfl»E*«©3 5©— 

t9Eig»© y X)\>& £ ©< >^ ©Rttb s iMW-r s y x;p 

lta(W»¥Ri:, WE±SaEffiS!;^a©»if^SS!l«t--5 
ii6*««fRt, t8ES'JS2EIK»i^©©»if^S«!l^ir 

*M£aE«i»*a£fc#u *WEy^-^a< t 
*>-»**«Ea6s©n i;gi5^*wE^aE^[6j»rsME-c 

#Si^lw, *9E-f >{7*Sx.y b*\y h*BLi^tl}E*S© 
•5 ©-* tCM L TfiMS S C t £ f 

[0 0 2 3] ( 3 ) *fg^lC^*«ftge©«ift 

^©yX^SJimjciB^Jbx^^yx^JSWb, 
y X)im&msL<z>if)v-x\zft%\2ixTtzz>-i >z e?x 

^KyK R^t9ES«©-5-&©-*S<a^^bT 
^SE^[6]t^l!lSl3-«.lSi:, t5E*tSc©y XJU^e, 

is#? w c y 4 )v* $m z eta h xt&ES«± «r me y w 
ju^xi^y >hSjgfi£f-5iSt, S-tiiE^;i'-X©^ 
< t fc-SP**«UES«©ra i;gU^St9E±SSE^^ 

S«© 5 -fe ©-*S«1*»C^ UTf'JSaf S «I8 1 , 

[0 0 2 4] (4) ^JC. *^BJ»C«S^ft^g©©ffi 

©««±{c^©7^;^xk^>h*iH^JbT^-s^7 

^©yx^s^mtriBjijbT^syx^Jswu. ® 
; X)i>mm§k<D7 , )\,-7iztt%innTUZ'( 

y V\y Kt, K-f >7-7x^ h^y K^7^;U^^!|Sf 

stt^-r^-f yzmi&mwtt. mzopvxy b^\y 

H S.lXt5ES«© ^ ©-* Sto^lC^ UT±^*(6J 
tr^lftSii-^^SIKffij^Si:, S9E-f >7-7xy 
•v K&MOE**© 5 * ©-^Sto*»C« LTgiJ^SE^ 
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11 

>*S>xy h^y PRtfflMEa&K© 5 ■&©-#««# 

[0 0 2 5) (5) Jfcfc, #»9!fc«SEL»«©«fi 10 
;i>S3^±£E51b"Tjfc*ELjS«©«jtoMfcfc*V» 

t, ^©yx^fc^mfcE^Jbxj&syxjwflfcw 

J-^iyt-vyH, fttftflE*K©3-6©--;£fcfltofrfc 
#bT±jfe3K*lftK:»»aii-*lSt. WE*g&©./X 

5 «t 5 fc, . IMB-f S?x y h a, y KfttftflES 20 
«©5%©-^r=S;fl&*»'jttbTBiI*3SSli-*XSt, £ 

[0 0 2 6] (6) ^CJC, EL £R©8S 

*;p*^±fcEHbTjfc*EL««©atift8RlciiV» 
T> ttftoyX^SJUttKEJUbTjftS/X;^** 

-f >*S>xy h^y H^ttEE LR3Wm*ttteT*-f 

*j^!EWft#a t» ME-f >^ S?x yhA^ K&tfttE 
£«© 5 ©-# s«i#fc*t b TMsfesfcfrGi KfMft $ * 
«nj£3Bnb¥ft2:, WE*R©>'X;i/jfcS©-r>*© 

tt¥fteftft£M9rr«l!l£MEMft¥ft&. & 40 

[0 0 2 7] (7) *C *89lfc«S-r>£rS>xy H 

EJiJbx«*yx;^J*#b, rvx^jw**©^ 
-Xfc#$l$tiTfc5'f>£S>xy Kt, *-f> 50 
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*R£, WE-f >^3?xy h^y KarWWI2aS«©3ft 

!8!>*R£, iEO^^iy hvy K&tffflEaS*©3 
%©— #*«#fcttbTffljfc*#fflfc»»S1**Mj6aiE 
ffiSj#R<h> WE*»oyX;^6©-f >^©Btfflfttt 

w-r*^x;MtaMfP*»t, ne±*SKn¥ft©» 

feftHWTSijfcSMW^Rfc. WEffl;fe*Mft*R© 
*MifealEW»*Rt**b, #wcy;p- 
X©'J>fc< £ t>— «5*»ffiE*«©H b«5^*ME3E^S 
jfrfflfci&lET* -5«t5IC, h^y Kft 

^WEiK«©5-6©-**ffi*lC#bTMj£aEa**C 

[0 0 2 8] JtE*J*©-f>*5>xy hA'; F©ttf9£ 

tbTttR. G, B©«M«ttH*IE?LftA««*«Kia 
[0 0 2 9] 

[««©**©#»] obi bit, 

^T-5©»c5fe3i:oT» *ti6©«ft*l*».*fflV»T«Jft 
7-/;^C3V>TR9!t5. 0 5 (a) « 

* y- ^ w ©— *«»«©viB«ija stscw fc* b 

f-&, 06 (d) «05 (a) ©VI-VIH 

[0030] *sas»io*?-7^Hitt. #y 

7., Xy^y^WfcioT^an/MfrratR©*^ 
©*ffilc4*R©7-f;l'^Xl/^>h3*l«y 

#*»#»TrttFy hvh»J*;M*lC»j£U 
£H6 (d) fcjS-r«tyfc, -t©±lc«BW!4*«Ji-r 
5£tCi9T**SnTH*. 0 5 (a) tt« 

mjl4$moi^v^fc«^©^5-y-f;i/^ i *¥H«k 

5j*bTV>£. 

[0 0 3 1] 7*;k*XV/*>F3tt, S>l£tt©&V»» 
K«fc-3 « ©/^ ^ - > K»|SE * nfc HUHE 6 IC 
J:oTKBSnTKy HJ**ttfcflfc^*r**©3& 

»tt©««t«»-e«i«e>*j:ticJ:oT»j*an*. * 
fe, ine.o7-<Mii/^>h3ii -tn-^n**, r 

(*) . G m) , B (*) ©^^©ViTnd^ lfi©fe 

«tioT»*sn. j E-n5.©s-e7-<;i'^xi/^>h 

3*<Blf3t©ffi5»l»cM'<e>nTV»-5. ZL©E^JtbT«, 
«*tf, 07 (a) »C^-r7.h7-f XE?IJ» 07 (b) 

R»-*-*-tf-f ^E?9, 07 (c) \zak-ty : )v*mmmii* 

[0 0 3 2] 7. h5-f XE?U«, VhU^^©l8^J*i± 
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13 

±^rM^^:e«<D3.•^©7^ , ;^^x^^>h*iR, g, 
B<D3&tuz&&-v&z. tux, r)i>?mmt, y 

3 0©7^J^lW>hAlR, G, B©3fi«hfc5ffi 

[0 0 3 3] # 7-7 WJl^'l Wx.\Z. 
1. 8-f>fT^5. lI07^J^XW>h 
3 3 0 /imx 1 0 0 tfmtW. 

§7^MXM> h 3 ©ffiCDWRS, V^I$5X 10 

[0 0 3 4] ^nm^m<DAy-y^)^^ \&y)\,*7 

G, B 3 I©7-f ;^Xl/^ > h 3 S 1 ^©iX-y h i 

lt l-Dcomm^m^v, lmmtwR, g, b<d^-t 

[0 0 3 5] ±12©* 7-7 1 «, 0UA.ti» @5 20 
(b) Kl^T±5fc*®«GD-7-tf-»ffil 2^?,«0ffl 

sns. Alicia, i 2 rtir^s 

[0 0 3 6] JWT> 05 (a) »w*-T*7-7w;^l 

[0 0 3 7] ®6«*7-7^;i/^ 1 ©ffijtTJ&fclg 
KS7£1t©fcV^Ig#!|SBt e toTl?iiS6 fc^EPBTJ^ 

mX 10 0 u.vrf&mzWf!SL-ZtlZ>. 40 

[0038] Rgg6te, y^)^x.u^>hmm.7\zm 

[0 0 3 9] Ri5g6©^j£&, 06 (b) K^fi^ 

*>hmi£7\Z&1&-rZ>Z.t\Z£K), S7^WI1/^ 
>hiS*£7£:7^;k$'XP;*>h*mi 3TH&-5. 0 50 



#M 2002-221617 
14 

6 (b) iCfcl^T, ftm 3R«R (jSO 
7-<;i^X^;*>h*m£^U ^13GIJG (&) 

^HBttB (#) o&zm-tzyj )V*^UX>btt 

[0040] w ;i/^x y htttt i \zm%.m<Dy 
-f;^xi/^>h«««$ti5i, b-^lcioT 
■71f-S«l 2Srfif!lx.«7 0"CS^»Ci0^bT, 7^J1/ 
^xix^oh^co^jSE^^^-a-s,, z.<DMmz£ 
9, 06 (c) ir^-TJ;5»c7^;^x^^>h^i|sn 

* 7 - 7 t u ^ns i 

T, 7^;k*xi^>h#^©^©#i££^©&7ft© 

wic^^ ;^xi^^>h^©H^©^.^abTig 

[0 0 4 1] &>±\z£Qy4 frfx-u^yh 3&Mf$.-£ 
ttfclg, ^n&©7^7*>h3£5S:i:K:$£&£li-5fc 

*fflV^T«@Jig4*^-rS. £CD#§8Jg£4te, 7^;> 
^X|//>h3§OffilWA7-7^J^lC9iI© 

[0 0 4 2] E8H 06 (b) fC^bfc^W^XP 

©— SIJfi^ffi^^LTV^. W^^iyhgil 
6teR, G, B<0^>%<D 16, 0iJ^.«Rfe©7-f ;p^X 
^*>h#ift£-f bT, Ttf-S«12 

(05 (b) PKO&tiy— y « )VfrmfSLffl$.l 1 

CDBFf «: W L T#» $ -e-S * CD * S . 

G&<Dy4)V?x.u*>httW&.ztB&<Dy-{)\'?3:u 

jS^ns^, ^-ne,©e}jg«0 8©<b©tni;(r-r-5c: 

[0 0 4 3] 0 8 ir^V^T, hmmi 6 

-f >ir*Jx.y bs\y H 2 2 ^{i^tfc^y Hax-v h 
2 6t, •< >^ -7i y h A y F* 2 2 Ofiii^SIitS'N 
y h*{igS!l«S© 17 t. Vtf-aS« l 2 ©ffiBSMffll 
T-5*«ffia$dll^S 1 8 -f >^v»x-y h*\y K2 
2 1 2 fc»LT±j£3l»i&S-B-*£j£3HB 

ldg@19i:, -i>i7'Jx.y b^y K2 2 ^Tlf-Sffi 
1 2 1-*fbTI"J^^li$-a:^S'i^*!S»j^®2 1 t, 
V+f-^l 2*<>i'^x-> hgffil 6(^©m^©fP 

iffit'sfti&nssfti&ss2 3i, fu-f^i? 
4t*wr-&. 

[0 0 4 4] 's-.y KffiBfflfieBl 7, S«ffiB*!l^g 
S18, -f >9i?x.y K? K2 2£-7-tf-g«l 2 1C 
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IS 

j£MEKWiKS2 1 ©#£fitt^-7. 9 <D±\Z&®.2n 
[0 0 4 5] <>?^I7 hA.y K2 2tt, #l;L«0 1 

\z^TW^ntzj X)vn2 sswn. /x^2 7 

omtMpLttl 8 OflT&t). /X;W2 7<D?La«^^. 

tf2 8(/mtibo, y x;u 2 7 mo j X)v tr y ? «0tj;t 

tfl 4 1 mitiT&3. 05 (a) KZ*0 5 (b) K&V* 10 

t* v-i j )\>* 1 s^vif-*ffi 1 2 ic^-rs^s 

[0 0 4 6] -f >i7^xy h'Vy K2 2tt, fOyXf 

(05 (b) #fs> rt©m^{ficeir7^^^xix^>h 

-f >^5?xy h'Vy F2 2tt 20 

-f >*3>xy h'vy H 2 2 KJ:**jfe3lHft«*Bf«OlHI 

[0 0 4 7] -f >i7v*x>.y b^sy h*2 2 «, 0tj;lfcf, 0 
12 (a) &tf012 (b) ^-rrt«5«ifi*#-r«>. 

>i/x§scDyx;uxi^-h2 9 *ni:#i«it*«ft 
t*m-rz>. jX)\>-?v-Y2 9 1«»«3 1 t<om\z 

«, <±18S5#3 2»C<t^T^©-f >^3 3 fc&SO 30 
3 4tii«§n«. |gjSO'f>?i3 3«It)3 4 

[0 0 4 8] jgt!rt£3 l©aJ5?fctt-f >?mi&K3 6** 

55© 1&, «A«Rfi©7*;i'^Xl^>htf»M* 
-f >*«SS?L3 6 2>. «!&3nfe7^^Zl/ 

^>h^M«^jBD 3 4l;^L. S^tCffigS3 8S 

itoT-r >^^3 3»r^-rs. 

[0 0 4 9] SX)VX\/-Y2 9\Z\*. -f>^7^33^ 40 

tb?>;x)\>2 7*tia^e,nT^^. £fc, ffis&«3i© 

-f >^3 3 «r^-r^B©fflHlCtt, *H>£*3 3 
£©-f >9ME.&3 9«u 012 (b) tc^r=k^tc. 

jes^4 iM^tccn*^-r^-^©m@4 2 as. 

#4 2b$tt4. JE«^T4 1 \tm&4 2 aS.t/4 2 
b s\<DmW, «t o T^ffl C T^f^UM^ ttttSi 5 \Z 
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>httnu*mm?) 3 4a>$jig&3 ssioto^i 
[0050] &\z, em? 4 i^©&«£fi?&-r-5 

tfft^f4 1 <k«Bd«3 i«*tr7Eo^^M 
•5. cnir«fc0, OZM3 3h7i<D!8-®\zm%ttif>-1 
>>?m.3 3<D^m\Zh^,y^)V^X.U^>hUnM<^E. 
#*t±#?-U JX)V2 7^e»Vtf-S«l 2 (05 
(b) #IS) ^ftttT^^Xl^^h^M**^ 
8 i:^oTi«ta-r5. /X;U2 7©^i2g|5»C«, 

mn3<omnm^^>jX)V2 70n.fi* o^^itr 

ZtcftiZ, 09*ttN i -^h77;^DX^k>^tff^ 

[0 0 5 1] 0 9K&HT. K^fiMPSei 7 
-f >i?i?iy h^vy K2 2 4Irt@igSt5o ; E- 
^44t, <>^>*xy h^y K2 2 £IiJ^#fS]Y ,»: 
5 PfT^lfti^lHlOJCig»lElteSli-^/3 ; E-^4 6 
*$?X3» I-M K2 2*^^[fiJ,i:¥ff^tt^lHlDtr 

A'V H 2 2 SriT^r&l^fx^Sd^iirSZ^r-^ 4 8* 

[0 0 5 2] 08 IZ^lstzM&tiLWfflffl&m 1811 0 
9C*iV^T, Vlf-SSl 2*«1±5^-X;P4 9 

•t-c9x-X;i'4 9S5"cffi0©J;plcBF«3lEie$-a--5 0 ; e 
-^5 1t*tt5. 08lC^bfc*^SKi!l^ 
f I9lt 09Jc^-rJ;5tc, ±jE&Jjftx^mzfiZ>J3 
-f HW- ;W5 2 /I^IKKiSn-SUxT^-^^rt 
jSLfcT.^'f ^5 3 i£W-r-5. X7-fy5 3«rtiS-r 
5U-7 ; e-^Wftt5i:tl:^'f HU— ;W5 2 

[0 0 5 3] *fc> 0 8^bfcIiJ^*IK»I^©2 1 

^.7-f^5 6 tSrWTS. ^5-f^5 6«^jSTS»JX 
Tt-ftfftWj-rZtmizm FU-frS 4lr^oTSiJ 
^^[^Y^^fT^Kl-rS. 
[0 0 5 4] X7<y5 3^7.5'fy5 6 P«g»C*JViT/1 

ffioT, Xy-t?S 3lC^$nfc-f >^i? 
x-> h^-v K2 2©i^*(SjX±C5ffiE^T— X;U4 

-f >i7v»x>y K2 2^7— ^;l/4 9CDfijrB*iJ 

[0055] 0 8kijfcbfc*ffiey&sfa2 3 a, vtf- 

Sffi 1 2 SriRgJ-f *g«iR&S5 5 7 t, v+f-SS 1 2 
£t&i£-r5n#y h 5 8 <h£Wf5. DxHyh5 8«, 

«&®^tv»ofcsa:B0»cBd^nss#5 9 1. 

5 9lC»bT*»IMft-r«»»tt6 1 <h. #^$66 1 S: 
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# hi: LTHUg-rS^ 1 7-A 62t, mi 7- A 6 2 
IC*fbTlsIi!S-r.SSg2 7-A6 3t, S27-A630 
ft^T®»:ii8tt&*l*;K«/'W H 6 4 KJgF 
/Xy K6 4«^K5l^lC«t^TVlf-Sffil 2£K* 

[0 0 5 6] H8K*5V»T, ±j££6»b£Sl 9££o 

xmm^ixz^.^m^Wit^y^ps.v h^y K2 2 

W©l^TT*>oTl'J^2EffiI!j^e2 1 ©-^CDjatfir® 
It, t!>^ge7 6&tf£>J-->^I£g7 7 75* 

E&StlS. Sfc. ^©K{t«R:*raff7 8*«EH! 10 

2 2 SftiM-SfcH&OJSin?**. «T^PF 7 8 tt-f > 
i?i?*y h^y M2 2 rtCDffl^©/ X^2 7 (@10# 

)V2 7 (iio#i) ©^sifcit-f-^©©^--?* 

(0-i>i7'Jx.y h^sy H 2 2 t-#l;flt5WTA 20 
y Hffl*^78 ld^iH^^n^. 9 ±»cf8: 

[0 0 5 8] S8lC^L/fcn>hD-;i/^g2 4«, :/ 

ltbTO*-*-F6 7 t, ^^aiUTCDCRT 
(Cathode Ray Tube) r-f^^W 6 8 t^WTS. _h 
BEXd-tr-y^te, HI 4tejj*f«i:3lC, «g$aJEi£fT5 
CPU (Central Processing Unit) 69t, 

*B«r*^ * u -rt£t>tmm&&im 7 1 1 *w-r 30 

[0 0 5 9] 08 IC^Lfc'S-;/ Fffigfclffllge 1 7, * 

sttsfewss i 8 , ^^mwimm i 9 , mfe&m 

St 2 1, f IT, -f >^v?xy h*\y H2 2f*g©flE@ 
If4 1 (012 (b) #R) SKATS-^? KBMeI 
SS 7 2 ©&$§§«;> 014»£:fcV>T\ 
x-*7 S&tfAX? 4S:^ITCPU6 9KL&M£n 
5. S««jf&g©2.3, A^S6 7, r^77 

K68, «^f?7 8> ^'J-^>^gB7 7&tf3=- 
tyt>^gl7 6<D&®&bAliit)'(>?-7^-X 40 
7 3Ri;;U7 4 4^LTCPU6 9 \Z&ftttZtlZ>. 
[0 0 6 0] ^^U 7 1 tt, RAM (Random Access Me 
mory) , ROM (Read Only Memory) %>t\,*ift¥&# 
^^U-? 5 , A— Ht^*^, CD-ROMl®t3ga, 

mmmz\t. ■r^^i^gf 1 6©8&fe 

©MW^JBjWEJfia tlfc Xd ^5 A y 7 h £i2t£-r -513 
tS®^, 0 7JC^-T#a©R, G, BgEJiJSrHgtT-S 
£©©R, G, B(D5-fe01-&©V1f-SSl 2 (05 



&*©ib*«m«\ 0 9jc*jtt§S'j*s*fpiY^©-7if 

CPU6 9©fcft(D7-^I | J7^T>5t?7>j77 

[0 0 6 1] CPU6 9H ^^EU 7 lrtirfEtS^n^: 
^0^7AV7M:toT, 1 2 »£^S©j?r 

fcftO+t*; e>y^gBt. «-?9eff7 8 (08# 

fig) ftfflv»fc*a«3e*3)iS"f-Bfc»e>©awf*ff5«« 
[0062] *«^«*Bb<*Hw-*-n«, -r>*s> 

if h^y K 2 2 *JSH©fc«6©«0»3ffie^-fef hf-S 
&©©JiHIM&{£e3ifrtfl5i, -f >i75?xy h'sy K2 

iw*p*iwfrr*±^iw««sc*£, 1 2 * 

M***rAlY^J5f)fe©l!(j6*««lt'r6«-*&»©lW» 
KM H2 2(*g©*g&©./X;i'2 7©3-&©wm«:f£ 

■bs-tt-t-r y 4 > htm&ikm 

[0 0 6 3] jW3, ±I2©&tSffi«rC 
PU6 9*JBV>TV7 hmzm&-tZ>Z.tizL1tW, ± 
E©#«^CPU^V^^ffi©«^@BS»t«koT 
H5!T# te, -?-©J:5^«TlHlSS$:ffiViSit 

[0 0 6 4] KT, ±CMfft»6A«'f >«r3?xy 
©1 6©Klf^Sr01 5 1C^T7n-^V-r-»cSt?V^T 

[0 0 6 5] *^-^KJ:*«HjftAfc.t.3T-f 
?i?HMl 6*«ffBW*i:, *r, 7,7-yys HZ 

? h2 6^>S««J&^@2 3-?>3>hn-J^f2 4^? 

[0066] assj^^-f 5 >^j&«5u*-rn« 

Uff7'S2TYES) . 09OAy Kl-j» h 2 6 
&£££Sjg»)S£E 1 9CJ:oT@8©if3;fli7 8©H»f 
JTitSli-T Uf>y7*S3) . /X;U2 7^^e,I^t^ii 
£tt5-f >^©S<&^^7 8*fflV^TiBiJ^-r-5 (X 
f^7'S4) . -^-tX, yX;P2 7©^ >^ttffl<If'tt»C 

^t)#T, #y X)V2 7 \zttfo-rz>EimmT4 1 ic^ia 
-?z>nm*mw>-tz> (x5 L y7*s5) . 
[0 0 6 7] y s >^*<sij*-rn 

« Uf7 7"S 6TYES) , K3.= 5» h 2 6 Si 
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T^ffii^ti-T (7t"^S7) , -£•©:* >J-X>ygB 
7 7l;i«koT'f >i7>?x-y h'S? h*2 2 U-->^ 

[0 0 6 8] mawjt^-f s^^u-r^y^-rs 

>:W?fJ*bftV>t§-g- (Xfy^S 2"Sc.lSS 6TN 

o) . **v»tt-tn&©jaa!Wi!ETbfc»^Ktt. xt- 

y/S 9lC«Vvr, 08©g«&i£&B2 3£f£»)2-ti- 

2*^-^4 9 ^mi&-r 

te, 5 7 (^©v-tf-SS 1 2 SrK»/^y h* 6 10 

4C:«fcoT&3l«l$U JfcKl, #11116 1, 
6 2 RU3£ 27-A6 3 £%£Wj$i*-T Vtf-gffi 1 2 * 
^-^4 9STtKjgb, $e»t^-^4 9©jgfi>rK: 

^tbmHTfozGLm&sbvys o (09) c«»btttt 

5. r~ ^"Jl/4 9±lt*5^S-7-tf-S«l 2 ©& 

-SSI 2&-5r-^JU4 9»tH^-rSdt*<M*b^. 

[0 0 6 9] #Cfc, 08OSSffl*^5 8 2lCJ;oT-7 
•tf-gSl 2*^?b&**'=>, 0 9 <£> 0 5 1 ©til 

^tt€r«/h^S*fii:T|5lK31i-«.^tl'«tl!37 : — 7)14 20 
9 ^/Jva^ffiT-BrtSeS-frTV-tf-SK 1 2 

Bft©-rs Uf^^s io). $l\z, mz<D<\y t*m 

d^xy h'sy H2 2l;: e koTiiH£ll8te-r5<a@£« 
IICkoTfttb (XiryT'S 11), fbT, 

SKftSSBi 9RD®j^aeffi»i^fi2 1 fexgcttitett 

X-f >9~?xy b^y H2 2 &fiSHMS6tfi[B^ift-r* 
(Xrs'X'S 12). 

[0 0 7 0] £©£#. <>^i?iyhMl«2 2IJ, 

01© (a) &@ic^-r«k5ic, /x^m saw>^ 30 

iPx. y b^y h* 2 2 ©®J;fe^faYK:#f VX^&6 xm 

h£®©«-g-lcte, P0-&5^X;P2 7©P^©WR§-e* 

ts.t>*>7<( )\>$3LV* > h^«g^7 ©fSJ©P«S3Rre&-5 
x^^htfy^taWctS 

h^y K2 2£±j£fcSftx^#»)£i4-£ ( !;ff|;:. yx 
JUffl If y Y©^ftf£#*<x > h fc!y 

•5. 40 

[0 0 7 1] 01 5©X^-.y:/S 1 2T"f >i7v ? xy h 
'sy h' 2 2 ;WffiiiJBIi&ftBt::®;5>n£ 0 1 \zSi^~t 
< >£v>x-y Y<\y K2 2 te (a) tfcfil'B^n-S. t 
©&. 01 5©Xf'yyS 1 3-T?2fc£g;£ia)X'sCD£j£ 
£*<lite3tl. ^ir-f >^©l±tli*^jl&$ns. A# 
MlCte, @ 9 ©ittBigi 1 9 Will bt-f >i» 
x <y b^y h'2 2 **0 1 O^S^X'v-tcag-C 

)V93.v*>bm$.i\zttfo-tz>;X)\'2 7a<gji§ 

Llttg\Z*C0;X)\'2 7^e,-f >i7-T^^7^;i/^ 50 
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[0 0 7 2] fcfc. ;i©<!:#©f >£ti:£Bgte, 
*Xl^>h^7©£fg£g|5£lt©5gT-ttfc<. ^ 
©£S©&#© 1 x #§USJ^T«£&© 1 / 4 ©ST 

z.n\t, '&&-t%£?iz, &7^;u^xix^>h 
«R«7«yx^2 7^e©i(Hi©-f >^ttaiir«toTJi 
©£ft£©Ttefc<T, ^0©-r >^Rttb©afettiutr 

«fc^>T> *HJg^ffi-T?«4lEl©fifeDtliUrJ:oT#a^: 
[0 0 7 3] -i >?5?x.y b^\y K 2 2 -7-*f-g« 

i 2 K^rrs 1 >#v>3i7kg&mT-r%t ttf? 

ysi4TYES) , Kffi&WjbTlflflHSB (a) ^« 
Uf-^S15) . ■ZVTZibiZ* -fi^v'x 
y b^sy b' 2 2 fj;£*ifgt!j3£® 2 1 K «fc^>TSgSj£ 

-T£ (X^y^S 1 6) . 

[0 0 7 4] *Hlfi^ffi-C«, CPU6 9I1 01IC43 
ViT-f >^ 5>x >yhA«yH2 2 ©y X;i/5IJ 2 8 £jgf£T 
*>*t$Sc©y X^2 7 ^^©^-ynlcSE^W^fiJ 
*HiS^SlT«n = 4, -r^^-S 18 0I©;X 

;U2 7d^e>^se$L©yx;i'?'J2 8*4^cy;i'-x 

«yx*;W2 7*1 8 0/4 = 4 5{@"g-tfS3L/nTft 

fc-feL/4ir^©e.n^. ±iH©iij^aE«<5«±is©y 
x*;i'^;i'-yssL/4©iij^3E^r6]©«^, T^fc-fe 
(l/4) cosei:^sni>. 

[0 0 7 5] t¥oT, l7'f>»Oi^S«7l/TD 
KStiB (a) ^(Sl/fc-f hA'V K2 2H0 

1 »C*5ViTS'J«a^r6jY^lEiSt<5 ^^Jpfr^WbTtSiB 
(b) -o&Hrrs. ft*5, 01T«<4§ (a) t{SB 
(b) t*i^^(SjXlcMLT^L-rnxJf^nTVi 

zm«ui^S:^o^<-r«)fe*©ifeT*o, 

Hf^JC«. ffiffi (a) £<£S (b) «±*^[BJXJCBI 

[0 0 7 6] am (b) ^IiJ£gif£»jLfc--f >*v>xy 
H2 2«, x^^ys 1 3 *C±*aMjH(iRr;-f > 

v-^-ssi 2±\zte\jz>* ; 7-7>()\'?Kf&mmi i 

rt©2^JB©5'f>^5feS©y X;U^^- ^"IC «t-3tS) 

tf>T-{>?i±m$:&tt2>tPi\z. \mm<Dy^>\t9m 
2 # g © y x;u^;u- ^ir «k o t 2 0 s ©-<> i7 ?t 

[0 0 7 7] Z.n\zm. 4>9&3Ly b^y H2 2«. 

&® (c) ~{sea (k) ©.t^irS'j^s^Di^^Ojgb 

si3~xf7Xsi6) . c:n»c«t>?, V1f-S«l 
2©*5-7^;^^«g® i i©i^©-r >^#« 

©y;w-yic^iijbTiij^fflfi«:^bfe©-e> ±12 
o*7-7^mmwi 1 © 1 m#<D3=&.&Rzm 
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0©-f >*tttti«S*S»*T. *-©££l8f*lKj5rJga© 

[0 0 7 8] u5LT^7-7^WM«ll©l 

2 2 »Mi£XBab¥ © 2 l Ci^TiUnT^KD* 
5-7 -r;u^ l ©#J#J<a:©^!Bi££n (7.x 
>77*S 1 9) , *VX^&m<D*7-7j JVtB&MWI. 10 

T7^;^xi^^>h^^7rt»t7^;i/^xi^^> 

h&^-T^ (77"-^7*S 1 3~S 1 6) . 

[0 0 7 9] V1f-S« 1 2 (*?©£T©# 5- 

7^;P^^M«1 1 tCWbTR, G, BcDlfe, 09*. 
«R lfi©7^;P7xlx7>b 3jW&J5£$n-5<h (7f 
y7"S18TYES) . 7fy7'S 2 0t?V1f-*Sl 

■pT, 5!lS^©V-tf-»S 1 2^SB^m$n-5. -t- 

BIO Uf';7"S2 1TNO) , Xf77"S2MoT 

gij©vif-s«i 2»'^-rsR l^KM-fs-f >7-tt» 

[0 0 8 0] *^V-?fr%ftmm7<D!li^tf$>Z>£ 
Ufy^S 2 1TYES) , CPU6 9«08{r*3V^ 
T-f >75^x^ K2 2 £="r^-.y tf>^gB7 6© 

>7v*x<.y b'N-y K2 2tCS*LT^^y tf>^®31*ffl 
-f Uf7 7"S 2 2). 
[0 0 8 1] Ek±\Z&*). *7-7^WSMT5 30 
R, G, B3fi©5-60$lfe, M^.«RfilC^>ViT© 
;^-r>^7U, ^-©&, v-tf-Sffil 2£R. 
G, BCDm2-&, ^J^.«Gfe*7wJU^Xl^><>h*f!(S(. 
ttM>^^i7 6^miSUTG6©/^^- 
X>7£fTV>. $ ZtzmtemiZR, G, B©3I3£, #J 

b 6 * 7 ; > 7 x v * y h t T z> -r > 7 x y 
h^ei 6>\i8jgL,TBecD^^-x>;y*fT^. zin 

K«fc?K 7 h5-1'7*iE^iViOit^a©R. G, B© 
H-> HE5iJi£Wr-&^5-7^;^ 1 (05 (a) ) ?5< 

ftfcvir— ass 1 ztimmznz. z.<n-? 40 
if-as«i 2^7-7^mis^i i zt\zy)Wi?z> 

[0 0 8 2] *7J5-7w;U^ 1 *^ffigg©7J 

5-^©feee>»cfflti-5 i bcDt-rn«, *^5-7w;u 

ICTIf-S^l 2 &®WiLTm*e>JJ7-7 4 )l>? 1 4 
\zm®\ZU2>; J;oT, -€-W«k5^:^tC«. Vlf-S 50 



«1 2±T?7J5-7^;P^ Di^fiRbTJi^lC. it<*{C-7 
If-SSl 2*^)»fbTL^P©T«^<. ttS»Js£-t> 

-tf-g«l 2€:«)»r-rse:iAt|g^ b^. 

[0 0 8 3] m±©ct^»c. *mm&m\zm2>t)7-7 

^JU7©§J&#&&tfMi£gBI;:«kft«, 0 5 (a) K 
7K-tj37 — 7<<)V5> lft©<@*©7w;i'7xl^>]-3 
>7v"xy h^y H2 2 (01#{f§) © 1 m<Z>3E.%. 

7x V* > h 3 7 X)Vif)V-7'\zm,-fZ>mWL<D 

JX)V2 7C«toTn[5L **M»»Ttt4ia, S*aT 
-f > 7 tU (75 H £ \z «k 0 3f* ojRff £ tl 
5. {Sfc*|gc©7X;W2 7Pfllr*5^T-f >7 

RtiiJ«trA*5 > 7^^?¥&-r-5«-&T ! fe. tlgc©7w;^ 
XM>h 3ffiT^JPKA5y*rt<£b££<i£l*itT 

^n&, *5-7^;^©7taja#i4*¥sw»ri% 

[0 0 8 4] *>13 3Aa *3Mt»*©«abSratT?W. -f 
>7^xy h'Vy h*2 2&m^?t-1 >7tttb»C«toT7 

[0 0 8 5] ti^T. •f>i'v'i7h^H2 2©; 
X;l^J2 8 &Mf&?Z>&§k<D; X)V2 7 ©< >7tttt}M 
<Dfttiji)^i%—\ZtjLZ>Z.£\m2 3 (a) iCMSUTUi 

ft&-r%$km. w^t«M-sgMi oflfo, ©7X;i^2 7 

**«pfc-f >7 tttBttA*^:^ < fc5 d i: t>iaai©3l 0 1?* 
Jl©J:^»C'r>7«:Hifi*^©y7r;Hrtfc'<T4#{r 
^•WX;i/«:^ffl-r^^i:«, -f>7tt:^[-r^:to-fe7^ 
Jljrx. UX > h ©JKi?*±%-»C-rs ' i: irlC bT»S b 

[0 0 8 6] tfcoT, 1JL<H 01 3»C^-TJ:5 
C, 7X^J2 8&^-T-5*g^©7X;U2 7©5^7 
7*JW?!1 2 8 OWii«E fc?¥ft-r**ffl, lOfii 
S«^*'f >7«rPtmb^V^ ! b©t|9:^bT*5^, ^0 
©«B»FIC#^E-r^^7>2 7**IS, «»I>L«4{@©7' 

)v-7\zjp&\ i/t, 7 X)Vif)v-y^xm^.^ 

[0 0 8 7] *^l*JS^68lC*3ViX«, BiS6tbT 
&7fctt©frV^g*m£«V>*:ai, SI^S6i:bTS7t 
tt©^St#!(£|-S:fflV^^i:t>fe-fe5^^T*S. ■?-© 
^•&l'*oT«, 7^*X^7>hlWIC*fj£-r-5{£ 
B. fiaJ^.«^M6©±. RSSe©^!^?!]^^©^ 
Ml^Sit V > \tm ttr 75'>7TX7<i:bTfe«k 

^. sfc, a3ttt©»K«»Tm«6«»*b, 7*77 
[0088] £tt*mi$zmmm\z&\,*T\t. 7-o\<? 

XbpOhibTR, G, BSffl^fcatfc-S^A,, R, 
G. B»cKg^$n?>c:t«^<, «a|^-iC <->7» , 



( 13 ) 



2002-221617 



23 
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M (-7-t?>y) , Y «ID-) £SUHbT*>frg;fcfc 
Vi. *<D®-£\Z&-oT\t. R, G, B©7-fMlW 
>hUn. \Z&Z.X, C, M, YOfe$*t57^l/^ 

[0 0 8 9] ^mimmmm\z^xit. mgte 

&7* h>)Vi/ : 7 7<{-\Z£.iTMl&L1ttf. tl?-7 
sOVZmmz-Otr'JzLy h*£KJ:DR?ig6 ZBtfLt* 

[0 0 9 0] (£2%KJ*tt) 02te, *%BJ»C^«.^7 

J:oTOJ-7ii» h'V;/ h*2 2*fflV^TVif-SSl 
2F l 3©^7-7-i';P^JgjS^l lF^S-^^X^ 
* > 7 ^< >irtf3.t>% 7 4 )V?X.\s* > V 

■5. 

[0091] **«»JBfcJ:oT*ifisn*«EeflDxa 

KHBCT*6. lifc, 01 4©CPU6 9*>vx;^j 
2 8 &Ml&t S«»©/X;U2 7 gi^Cnfl, MA 20 

/nXftL/4C#j6S 1i-Tl"J^*fi a * S - 1 

[0 0 9 2] #3&J6jefiB#0 1 KjSLifc$te©*llE;»16i 
01 ^cfewr^U 7 lrtfctejrtb&X 

gpu 6 9\z&^Tft5±j&&M®mmt.®ii&&mw& 
[0 0 9 3]. «t K>m&mz®.w?n\-£. m 2 tc*v>T. 

-f >&5?x.y K 2 2 tt±jfcO&(« x j££8Hr 30 

-Xie»»C«S-r*^SIlfifi«:^S!lbTffi« (b) 

«wrnfctt« <b*) '\mz>£5\zmwt<tiz>., u 

£, {fc®. (a) (b) £T©±;£ME©ffl;&tfffc 

ft (b) ^gffiS <b') ^©±j£SE»»©M©W#© 

msnsittt^^^jfes. 40 

[0 0 9 4] *3WS»«Trtt'f>*S*xy h'N 

•V h* 2 2 ©±^3lERrflSIjga63f>HKtt»ff!*SEtHl <kfr < 

an*bTXsicffon*"b©"r*o, emit .to, «n§ 

[0 0 9 5] (SS3#lifi^Sg) B3f*, *^BJJc^^^j 
5 - 7 4 )V9 <D2ffi%&R.Zf®. 5ftge©«l©SllfiJBfil I' 
.fcoT'f >£5?xy h'sy H 2 2 SrJBHTV-tf-SS l 
2rt©*v-7-f )V9Wf8LW$.l \n<D&7 <0\>5x.V 
*>h&f&fct$.7^>7-rtit>t>74)V?X.U*>h 50 



[0 0 9 6] #||liraMMC*oT*ll6;£ftS««©lS 
ttH6fcjRLfcIg£Ri;T*t>, -f >*Rfc*©fci&fc 

ICttraUT?**. *fc< 01 4 ©CPU 6 9*VXJU5>J 
2 8*»j*r»**©^X;P2 7i&iE^;WlCne, Mx. 
«4ok4^-:/*H7-T*££*>H l ©»3-<hl5ji;T$> 

[0 0 9 7] *SIM^fild«0i*c^Ufcjte©ll«S^jit 
gfc-5.s£«U 01 5 07fy7'S 1 2t-f>^yiy h 
'Vy b* 2 2 SV-tf-»« 1 2 ©JfUMteffiBK-fes/ h b 

W>j?i>i5» h^y K2 2«03© (a) 
ffiB(C^-T«t 5 »C, y X;i/?!l 2 8 <DMZtZ>j5fatf&]M : &. 
7jr6jYt¥ffTfe-5^Tab?>. c©«tp^/x;u©ia?>J 

fltssra, -r >^ v'x h'sy h* 2 2 y x;hwk 

•y^tv-tf-SSi 2CIH-r'5xl>^>hrat;y9 i i:d< 
^bV>«^K#*fJft$jre&.S. 

[0 0 9 8] ^©Hffl^ffilC^ViT*), -i>t/=?^yh 
ssyF2 2l*mMGLW: (a) a>SiKjaffie (k) CMS 
ST, ±^73(fi)X-s©^ME^l!i, #JJ8&B^©«0iM£ 
«JSIXI"J^^(SJ Y-x©#idft 5 T©IiJ^S^»J&mO 

®L^*te>, ^^«i©«]fa*»r*g^©/x;k2 7^ 
itiU cni:<kD, vif-s«i 2i^©*7-7-r;^ 

MlSMMl \fo<D7 4)V?X.V*>hWf$Lm$L7ft^7 

[0099] y x;u jij 2 8 tm 

Tk&jjfaYizttLTy-fTizGLmmfczft&vx, 

<5 nfc y x;p^-x©« ^ L/nt& 

[oioo] (i4»i) @4H &&w\zmz>* 
7-74 j^<Dm^mRzfmm^m<Dm<D^mmm\z 

£-z>T4 >7i?x.y h^\y K2 2 <£fflViT-7-tf— 1 
2rt©#7-:?w;^^J5£fllJ£l lrt©&7-fJ^Xl/ 
y > h^«S«7 ^ >7-Tttt>% 74 MXW > h 
ft Rt m \Z =fc o T«l&r ^Ji-g-^^SW l/T 

[oioi] ^mmm\z^-Dxmm^n^>mm(Di:m 

«0 6 tC^bfcI@t^UT$.0, <>^«:«©fcfeC 
ffl^M^yi*; hSHfe0 8»^Ufc^iSt«3l«e<) 
fcttffiDTf&S. Sfc, 01 4 ©CPU 6 9*VXJU?iJ 
2 8ft^fi£-T«)tl^C©yX;i'2 7=£gE^MtrnR MA 
«4OlC^;i/-X^f7r^)Cli: ! b0 l ©*§■§• tlwiD-cfe 

[0 10 2] *HJS^I8*«0U^Lfc^©SIJf5JBfi8t 
S^*^tt> 015©X77 7'S12T<>i'i?i7h 
^-yH2 2ftV-lf-S«l 2©fi5@^ffiflt-t-> hb 
fet^. W>i7^iyhA7H2 2ttti4 (a) 
*f J: 5 ir, / X;^J 2 8 ©SlX-573ffi]*<l'J^^r6l Y 
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26 



ms^tn.<mm vx&mz?Tt>n%&x$>2>. 
[oio3] &i5* ®4\z7jk-r*nmmmRzfm3\z7ik 
Tfto^MBm-zte, 3E^*^xdVX;^J2 &\z# 

lsTB.fi<D$fa tfJ.Z><D-e, JX)W\2 8£01 l\Z7jk 

r«t a tc±^^r«] x x 2 ?"JS:tt s c t \zx D , 

BttiS^'f >JC®ofe2tP©/X;i'2 7tC«t^Tl 

o co 7 -i" ; u ^ x k > > h ® ^ 7 k 7 w ; i/ ^ x * > i> # 

i|sf£#m-r-5 10 

[0104] {fusnmrnm) 01 6«, *^»c^^> 

Ifffil:M^5n*'f>^i?iy h'sy K2 2ASSI/ 
TV>£>„. dCCK >Jyi7 r-'Sy H 2 2 A#<EI 1 0 IC^ 
■ff>£S?xs/ h^y K2 2 £g&Sjatt, Rfe-f>^ 

&iiai'r-5yx*;^j2 8 Rt, Gfe-r ^^nta-fsy 

X;W?IJ2 8 Gt, Bfe-f >>7 J X)Vm 2 8 B 

H2 2ak»*ku -t-nss a^co-en^niriai 2 

(a) &tf012 (b) ic^bfc'f >i7ttW^Srl9:W. 20 
R&yx;u?>j2 8RIC^-rSf>^I±ai*{r«R'f > 
*#I&8B3 7R£8H*U Gfi/XWI2 8 Gfc*fj£ 

U ^-LTBfeyXWJ2 8 >^l£tbJ& 
KttB-f >^«S&gg3 7B*^bfcd<i:-CS.«. 
[0 10 5] *Slig^fig(CJ;oT*iSSnS8HBScOXS 
OT6 lZ7jkVtzT.Mi:fflVx$>K), -1* >^ttt^fCDit*tc 
IW>*fiy h^efeS*e<)C«S8C^brc^ 
Mtl^DT&S. 01 4C0CPU6 9*VXW 

2 8R, 2 8G, 2ZB*wm-Z>mk<DJX)\<2 7$: 30 

stolen p. 0UA.«4oicy;w-7^^LT, -f-ne> 

oyX^-XcrtCO^^iy h'Vy H2 2AS 
IiJ;£3E^»j» «5 TItt*«tSi!i$1i--5C «t <&0 1 £ 

[0 10.6] HlfcSbfc5fctt#ttT?tt, <>?Vx.y 
K'VK22l:i a«(0 / XJl^J 2 8 fllRtf £ n* fill 
-CafeofcCOT, R, G, B 3fitC«t-DT*7-7^;P^ 

2*tR, g, B<D3^n^n\z-o\,^xmmtsnx^tt. 

W-ft«fe6«i:*»-3fc. JimcfcfU 0 1 6 IC5Vr#tSS© 40 
-f>^^x7 h'Sy h*2 2A*^-r§ti^Jr«, -f > 
Pi?x.y Y J \vY2 2A©^^(S]X'\C01[HjcDi^: 
SEICctoTR, G, BcoSfe^lelB^ICTif-SSl 2^s 

^yjffl m £ v-y— *«© 7 w x * > h m$.v> t; 
^ic-^to-ts-^dttcfco, rgb 3&<Dmmn*>wmm 
tuz>. 

[oio7] an 6 nmmm) mint, *&w\zmz 



01 8te*-©8Sj£#tel;:J;oT!fije$n£S£flg»©- 

01 9«01 8 
I x - i x«ir«ofc«aSB©((fli(«JS*wbTV» 
<5. ^£B<z>Stie^£&Z^ifieB<!>K9l£ft&? 

#MVhU77.^T7;^7-^«:fT5¥S 

[0108] 018 K*V>T, ^ftg© 101(i, m& 
0 2 ir^^^y 7*fclxT©*ft*MWB I C 1 

0 3 a&tf 1 0 3 b£fl|&U Se^«g#tl/T©F 
PC (Flex ible Printed Circuit) 10 4Sjftft/U 

;no2 ic&if&u s £ 102 <Dmmm\z 
wm&mi o 6*A*->^5-r htbT^tt-5Ji£E«i;o 

[0109] 1&&rt*)l< 10211 IlS«107at 
I2Sffil 0 7 b££->— ;W«"1 0 8 d ioT&D-g-fc 

7.^ «J->B1M9ICJ:'3TX#*5'3RBJW** 1 * 
1107 aXIJf 21Sl 0 7 b owimffiizmwztt 

mZH:2>Z.£\Z£-?TMl$,2tlZ. Sfc, ->-JWlO 
8corta5ir«0i UttiffiCioT 
*ttxttn««K»i«snfc»a<f i o 9«*»««bt 

[0110] 019 fc*JV^T. m 1 Mm 107 a «SW 
m.WU-777>?-y tm\Z£-z>TMf&2ntz 
&tt<DMttl 1 1 a*#-T-5. u©Ml 1 1 acortdij 
(01 9CD±flJ*B) (rttSltKl 1 2^je«$ 

*u ^co±tcse^i i 3*t»ssn. -^©Jic^im 

Si 1 4 a*i^EPD*[Sj^e,^,T7 h7-T7« (018 

#88) jc^sn. se.K^-wijciHrsiisi 1 6 a&m 

^n5. ^fc, SWl 1 1 aCQ^I^i (01 9©T 
(MS®) lcttfll*Sl 1 7 a&teM%f\z±-DX3im-Zn 

[0111] 018 1 mm 114 a-OEJH*^ 

<b*:m\z£<ffi\,*X&r). icT. Sltll 14a© 
#R#d>fc<fiJ&>ftT^S!&«, Ilfll 1 

4 a«i0#R***»Wl 1 1 a±lr^$n^. 
[0 112] 01 9K&HT, f 21S10 7 b«SBJ 

woRcomtti 1 1 b$*-r§. ^ comt 1 1 1 bcortffiij 
mm (01 9©T(MS®) ic«*5-7^;u^ ii8*< 

Mt&Zn, -E-co±IC^2«Sl 1 4b*<±l2mie® 1 

1 4 atW.$.?Z>Jjft^$;WDJjftfr*>3LX7> h^-f 7 
« (018#M) \ZM&2tl. ££K^-©±Kffi[6]jg|l 
1 6 bi'ifilcSni.. £tz, S#lll bO^(fi!lS® 
(0 1 9 co±(WSB) fct4«3t« 1 1 7 b^|£Sff^(c«t 

[0 113] 01 8Ttt, S2tll 14 bC0E?iJ*^ 
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fro^-rKuk-rtzMz. nisi 1 4 avm&tm®. 
\z, -e-ne,©* h5-f zfrmz&vz&Q'bxmziZKm 

frftTV»**», Sl&Kte, $2fil 1 4 b«J;»3#gc 
#*<S1#1 1 1 b±\ZM&2nz>. 
[0114] 019 IdfcV^T, ^ll«107a, %2 

Mi0 7 bstx->-;w i o 8 ciotisnsra 
rat v»fc«>*-tMts>^i«jCH;SI. M^KSTN 
(SuperTwisted Nematic) ^gL^A^T^-I). ^ 
1»«1 0 7 aX«I2Ml 0 7 bOAflttBCttftfc 10 

/Jnt^wx^-- y-i 1 9tfgr$k#m2ti, cn<=>©7. 

[0 115] 1 1 'ttff 114atS2fail4b«I 
(^) . G m) > B (#) ©&fe^^*$5^D*^^ 

?mm> ^v-i ?ttpm<Drt*->7?mmt<-&z>z.£\z 

ioT^^nxVi-S. ±|HCDlOCD^t!i7-fe:;U«-f- 
n&R, G, B<D&l-Z>-f-0\Ztt&VT$>K), -tbT 
R, G, B©3-fe^bf^-fe;UAn-pCD3.-y hJC^o 
TlBSll;W8j££n5. 

[one] h • ■?hv?xmzmm-znz>m§k<D 

ic«t 0 . &li/\*;i/ i02©S2Sfii07b ©nwc 
«*mra*a»«« <t & t> t v> « . 

[0 117] 01 9IC*SWT\ SMJKl 1 2«APC-& 
Al (T;U5r:^A) «tV>-3fc36R»tt=tf»K:J: 

?T»*sn, m i mm 1 Hati2 «b 1 1 4 b t 
osa6ji!nr**#»*t;i'-fe;nc»*r*«t«KHP 1 
2 ijwgj$£*rrv>«. *g*WK» Wni2i«0i9 

[0 118] Iltil 14aK^2iil 14b 40 
tt, 8!!*t«t*« I TOCJ;oT»j«Sn 

EfflRl 1 6 aRZfl 1 6 btt, #U-f 5 K 

jmhi * -*atiP $ ©Bit* k#» a i* * e £ k J: o t » 

fi£3ft5. dft-bCOErSj^l 1 6 a&tfl 1 6 b^5f 
Cfcfc J: ?K S1M107 aTO 
2£ffil 0 7 b©*jB±lc*W**a#?©tOWEl*l# 

[0119] 018 iCSfrvr, 35 1 ££ 1 0 7 a t2£ 2 

Sffii o 7 bj:o>ba:v»B«c»**nT*o, cne. 
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lS^10 7ali$2l$10 7 bonffi^SOWt'lt 
SSiiibBBl 0 7c *UT, £©S«3gfcUL 

ffil 0 7 cfctt, $l€il 14 aft*&etftU«3lttil, 

e& 1 1 4 c . ->-jm# i o 8o>i*imzw&rzmmtt 

109 (019#H9) ^LTl2Sfil0 7b±O^ 

2«si 1 4 bi«a-r^§itauBSi^i ua, mam 

llAIClO 3aOAMA>7*. ^fe-feA^ffl^ 
lc8m$n«*MEfll 1 1 4 e, -C-LTKJUDMI I c 
1 0 3 bOAAffiA ft*£JRE»;i 1 4 f 

[0 12 0] sMfett&STCtt, SliSlHaA^I 
^Slft UE«I 114c 3K*8 2 ttff 114b KgilT 
S9IMI/GH1 1 4 dtt-tneotltl^WSTfeS 
I TO. ?-fcto**«ttttft*fcJ;oT#j*3tt*. * 
&, &itSBffljffi I C 1 0 3 aRtfl 0 3 b©A#<i©E 
»T?*S&JRES1 1 4 e&tf 1 1 4 f te«^Li£JnM© 

APC^H itl/TAgm. tiMLTPdfttf 
Cu 0fl*.#, Ag98%, PdU, Cu 

1X^6*«^T*5. 

[0121] mmmmm i c 1 o 3 aRzfimmmm 1 

C10 3blt ACF (Anisotropic Conductive Fil 

m : mis&mnm) 1 2 2 fcioT*«aBmu« 1 0 7 

©. ViWSCOG (Chip On Glass) ^©ttft/t* 

;utbx^snTv^. £©cog*5S:©sI2£#Ij£k: 

&V>T«> ACF 1 2 2 <DftmZ'£2znZ>&m&r¥-\Z£ 
5t, SEffiifKl&ffl I C 1 0 3 aXtfl 0 3 b©A2j#JA' 
>7£*KE«1 14eR«114f tffimw&as 
n, SfcllffiBljffi I C 1 0 3 ajtfl 0 3 b©tiJ^ffl!l/\*> 
7£5lffiUE*ll 14cWll 4d fc*Wltttt3n 

[0122] 018 C*V>T, FPC104I1 pj^te 
C«fB7-fM12 3i:, ??i/Wll 2 4*^T«I 
fi£$nfc0SSl 2 6 AKEIIWB^ 1 2 7 

BR1 2 6«^fl&7^;UAl 2 3©*Bfc¥fflttl* 
*©ttoMW«!fSil:J:5TI»l:««3n*. * 
£, ^SE^Sg^l 2 7HAPC^i, Cr, Cut© 

tt©w«*r»icj:-3T»j«sn*. fpcio4©-5^ 
AjneiMT 1 2 7 a<j£/££ nfefiB^«, umio 

7 a ©5 -fe&JiE& 1 1 4 e &tf &JREM 1 1 4 f *«» 
^$tlfcS5»l:AC F 1 2 2 tioT^asn^. -5-b 
T, ACF 1 2 2©rt«IC#*n*S»««[^©«*lCJ: 
SffifiH©^MEi^ 1 1 4 eSUCl 1 4 f iFPCfi'J 

©^me^^ i 2 7 &«t«a-r«. 

[0123] FPC104 0£*tt8e>2ZtRffi£tt*ffi& 
1 3 l«)$Sn, COnfftttUfl 3 1*»H 

*>6ea*n*m*K3s^v»T«jiBattffl i c 1 o 3 a 
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R&i o 3 bfimmzn* & inmi 1 4 aa^2t 

[0 12 4] 01 8fc*HT, V»to«)*/Xy^5-f 
UT^tl-r-SM^SB 10 6lt 019 ic^r«fc^»r, 
7^ U JMtffflH? IC«fcoT^}fiKcF tlttmXft 1 3 2 £, ^ 
©»tt# 1 3 2 ©tttiiltE 13 2b Cl^tf <=>nfc&ffc-> 10 
- M 3 3 <h, 13 2 ©ftttJl*® 13 2b ©£*f 

ffi\ZWtf*>tltzfcm>'-h 1 3 4t, fgftiHtbTOL 
ED (Light Emitting Diode) 13 6i4WtS. 

[0 12 5] LED13 6ttLEDSSl3 7l;^S 

n. t©LE dm i3 7(t mz.\mx.& 1 3 2 1— 
flEfc#j*;snfcx»«s (0^-ttr) ic«»sn*. le 

DSSl 3 7*i^gB©m^glCg*$n-5Cl<!:IC«t 
0 . L E D 1 3 6 tmytit 1 3 2 ©«2SSJET?£-5:)tJ& 

13 2a »r^(6]-r-5ttBICBd^n-5. 
1 3 8 10 2 \ztut>z>ffi®&M.ffi-t2>fttb 20 

©$$M*£3SL-TV>3>. 

[0 12 6] LED13 6^mt. ^VKteftW 
&*Bl 3 2 a^e.H?)ii*nT^#:i 3 2 ©ftglW 

mfrn. h i 3 4^myt& 132 ©ibtsm 
bfca^esrr sfflKfttustH 1 3 2 b^s>&«c->- h 

1 3 3£»LT^H5^Wfc<»:bTtfiarrs. 
[0 12 7] #fHJfiJ&gg©}fof|gB 1 0 ltt£U:CD«fc5 

^+^IC^§V^-&|C« > 0 1 9 IC*3V>T, m2&& 
1 0 7 bMfrZftfflyti!)m£krt*)\< 1 0 2 ©MB'stt Q 30 
&*tt, ^©ft^&ftLfcS&bfc&KlS&ffllll 1 2-c 

■f-SaSl 1 4 aRZfl 1 4 bl£«fc^TR, G, B©i& 
SSfcf^^tlCEfflM^SnTfc?). ±-s>T\ %iL 

SSfc«k-pT<B^«l 1 7 b£iIiar-Sft<h, aiI*T?*& 

^ttc«toT^ft/t^;n 0 2 ©at-astx*, &^s§s 

[0 12 8] to*, *«#©#**»+#£# &n&V»» 40 
£Kltt, LED 1 3 6*»»3tUT»J6#l 3 2 ©fttBM 
S132 b*&¥B0tta*tHWSn, -tOJfcj&iEitfKl l 
2K»jS*nfcBBPl 2 lSabTttftL'vttiesn 

*. z<Dtz, K»s»©*wtra*fcLT. m&zwt ■ 
[0129] ±ffl«fife©«assi o i»a, «*.«, 0 

1 7KjRr«j63Mfcfc.koTMiftSn*. £©Mi£7Jffi 
fc*V»T. is P 1 -IS P 6 ©-jg©l8*<Sg 1 50 
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1 0 7 aSjg^-T^XST&O, ISP 1 1~I8P 1 
4 ©-^©18**21 2 ££ 1 0 7 bt)»ltt«ZiTt 

sis«jBricistm2S«^is»aa^, t 
ti*n&mmzftt)nz>. 

[0130] sr. ssis«»*isct3v»T»iwm 

snfc*IB«OTif-JWaHW©*lBlcJSUI^*;i'l 0 

2 ©*R«#©Rjtfflt 1 1 2€7*h'jyy57-f-ft 
«f*JHVvc»J*U a5te-t©±IU6iHI|l 1 3£jg» 
©J»Ki£fcJHV»T»J«U (I1P1) . JfcK. 7*MJ 
y^57-f-j***fflV»T*l«fl 1 4 a&tfEi&l 
14c, 114 d, 114e, 114f«»*t5 (I 
SP2) . 

[oi3i] j^tc. mmmi 1 4ao±ca*, 

^»r«toTIBrfi]^l 1 6 a&MtfLls (18 P 3 ) , £ 6 
IC-t©El*I&l 1 6 alC*fbT5 t*>^5ass:jsrcit 
KJ:0«Ett©«M«Effl**)tr« (HP 4) . Jfclc, 

t-JBi&L (I8P5) . S6i:f©±i:«tt07^ 

1 1 9&4MRr« (18 P 6 ) . £(±££9. 

;H 0 2©Ili«l 0 7 a±©A^;i/A^->€r*gR 

fl#*rr5*®«©-7if-ifs i.»«*t»j«a-n*. 

[0 13 2] tt'±©JSia6«»j*l8fctt8i|lC. $2S 
fil^iS (01 7CI8P 1 1~I8P 1 4) £||JS 

r*. sr s^tt^^x. «k 

■^T^$nfc^Sia©vif-^s(s(.*«-*Mi:b, •?-© 

1 8£jgJ*r* (I8P 11). £©#5 — 7-i)l{?<D 
Jgj&ESttH 6 !C*bfcMiS?J}£*MV^Tff ton, ^© 

^«08©-T >i7i?j:-> hgll 6 SfViTHl. 0 
2, 03v I4fl:iLfc'f >J?i7 h^y K©*!IW 

TjteJcfie^TSifTSta^. cine.* 5—7 4)v?<Dm& 
fc(*j§tMi;T?»50T, -£-n<s©ift0jtt#ffl§r-5. 

[0 13 3] 06 (d) Jc^r«t5tvif-S«l 2r 

&t»"6v-y-s»a«©±fc*5-7^^ ir&*>"6 

y^77^-Si;J;-3TS2tgi I4b«$n 
(I8P12) , $6»ICM*, BU5iJ^tcJ:oTiE(6]^l 
16bA«Sn (IgP13) . $e>lr^-©E(6]|gl 

1 6 bfc»UT5hr>yffla**ttanT«»©fij«iEiai 
*^86e.ns (I8P14) . JW±lr«kt), 
102Oi2Sfil07 b±©/X^;i//'?^->^^{@ 
5i-Wr ^>7<:B«© Tlf-JB 2 g«#J&j5£3 n-5. 
[0 13 4] KJ:l:J;Wia©7f-iiSW7 

■tf-S2S«*<^$nfc^ ^-ne,©^+f-s«sr-> 

-)P*Jl 0 8*ffllCi5(E^7 7-f ><>h, r^fe-feffiE 

^■to-a-tfc±-csvMrftiiD^n-&f. (isp 21) . z\ 
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[0 13 5] #.\Z. %f$.\.tzQ<DX*)\,®fe&<Dm-&®. 
* ©7. 7 y -f y'm Z&W \Z L X /t * )Vm £ 7 U-f 

7. -ratj-fewwr* (isp 2 2) . jinjcj:?), «■ 
ttJi/^*;ws»©5'-;w« i o 8 (o^mxmmn i i 

0 (B18#8B) *W*^«wr**a©, v»to¥>*« 

[0 13 6] tOE Iffll&ffiSaAflPllO* 10 
K#KJIffiAPl 1 0*»IB«KJ:oT»jhf * (IS 

P2 3) . »iir©ttfl8L*jfiStt. wz.\z, firs&ss© 

*»©+fc*HM*©ffl/**;i'*M*U ■*©«,. 
/X-«*»EfcHlW*Jli:KJ:t>Tffton*. H©i 

JDJESnS«ft*i«ilttAMH!n*abT/X^.;i/©rta5 20 

;nsi82 4«c*v»T*»»aft«»t*. 

[0 13 7] MaA&WA^bofet© 

u 3Ste-*©x*5f :/*«*»eb*r« 

jWH^fclSDtHSft* (ISP 2 5) . £5bTfe®2 

nfcfl8*©«ft/x*;i/ 102 icatbTH 1 8 »c^-r«t^ 

fc, &fflSK»jffl I C 1 0 3 a, 1 OSbtMIU JR« 30 
SSI 0 6$;V^7'f Ktbtgf U, 3 6ICFPC 

1 0 4«W*ctKJ:D, BSt-r«.ffiffig©l 0 

l****** (ISP 2 6). 
[0 13 8] a±KK«U&jMStt©8ift^£Rtf9l 

Jk©J:5fe#«*Wr-6. -r«tto"6, 0 5 (a) KjRT 
*7-7-fJ^ lf^to-feEl 9©*7-7w;W^ 1 1 
8^©I^07>fMx|/^>h3H'f>J'yi-y h's 
«>H2 2 (01#R8) ©HS©£j£afcxfcJ:oT#j*;£ 
n£©Tte;fc<T, §H07-f;l/?Xl/^>h3aS 40 

^^>y x;wy;w-7 r (^-r-5*gsc©/x;w2 7 cioi 

nisi. MX.K4H. «4aT-f >*ttffifc«»tSZ:fclCJ: 

0»?j£©w*fc»j*;s*i*. z.<Dtztt>. mzumvjx 

£T*>, *«©7-f;U^Xl/^>h3|BITJBWC/X5!y 

01 9©&iigEi 0 lfcfcwr, fitrfc©fcv> 
[0 13 9] Sfc. *££jgffi©ttil£B©ajfi;&&;& 50 
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tfMiggfiTte. 0 8 KST-f >7 px.y hgfl6* 

>^ntaat«koT7^ ji^xi^* > h 3 fe»*r«© 

fclS£JS*&g*>«K, jmSr&SSTSCltfc 

[0140] (* 7 fSffl^Sg) 02011 *5B9ilC«* 
EL««©«jfi*tt©-Sltt»tt**UTV»*. 

02 i»4-€-©«fi^Sc©*»iaar;«ii»fc#6n* 

ELS«©±fi»rBf«l]a*wUTV»S. 02 1 (d) \Z 
^-Tct^lC ELgf2 0 1ll M^»S2 0 4±IC® 
Xttff2 0 2£»j$U ^ifi2 0 2Ml:^>!7 2 
0 5*fcBG#fa;fr&JtTlMM*K:#J*U -*-n*>©te 
^«EI«©'Pfc:iE?L&AJB2 2 0fc»j«U £EPG77ft 

KRfc?g#Ji2 0 3 R, GfifS#JS2 0 3 G&tfB£f£ 
ftJI2 0 3 Bfc&te^tfclHI^'FlC^figU 3^lC-?-n 
e.©±lr^f6]«S2 l 3 4Mt5iti:J;7TM^ 

[0 14 1] ±1B® SHUS 2 0 2*TFD (Thin Film 
Diode :#Jg^-f*-h*) t^-otz 2 3g?S©7 

2 1 3«^WG7J(^^e.^.TX H5-f 7^tlC»«Sn 
*. pjfSt«S2 0 2*TFT (Thin Film Trans i 
stor : tSffiSh^Vi'T.:*) ^i:V^£ 3^§M^©:P77 : • 
.< 7'ilH 1 K:«toTl&I!rf **§£•£«, ±IS^(SliI2 1 

3 «¥-ft®^tbT^fig$tl*. 

[0142] &mmnM2 o 2 &§«i^«i2 1 3 t\z 
«toTt^*n*^*uc?©^t!i7-fe;i/a:fto. r, 

G, B3fi©^llf?-feMlO©aZ7ht!S:oTl 

»-r*ntfcJ:D» *«c©ift*t!^'fe;w©-5"6©#af 

**>©*jMl»fc3Wfc3-a\ EftlcJ:!?, *cBiH7*tfjfc: 

*a-r*7 jw* 5— ffessavr* c £a<-T?£*. 

[0 143] ±I3ELS©2 0 1 0»J;LH 02 0 iZ 
jft*-«»#ttlCJ;oT«jft3n*. -Tftt)-6, ISP 5 

1RZ/02 1 (a) ©«k5lr. SBJ»«2 0 4©«®1' 
T F D T F T 5?i T m t lr» o fc fl «J ^ ^ S: 8*/* L , 
$f»lCil^llffi2 0 2$r^fi£-r*. ^73)*i:L-T«, 

mm®<DttWt\sT\$l TO (Indium Tin Oxide) , 

$-«v»-5c:i*<t?^*. 

[0 14 4] ISP5 2R«H2 1 (a) iZ^kf 

«t7lC. RSM-Tftib^A'^^ 2 0 5 &m%}<Drt5>--> 

L, Z.<Drt>? 2 0 51tJ;oT&a^«@2 0 2©F^«: 

M&fi. cinicio, 3>h7^h©rsi±> ^JttJilsf© 
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ZZtA+VtZ. A*>7 2 0 5 ©#&£ bill, ELM 

mis. ®yt&tf 'j -r s t«# t l 

[0 1 4 5] lEfl.ixAlgJB'f >2&mifi-t2>m.ffi 

I', »£2 0 4lt®jii;tfX<!:7nn;*7-#>;tf7>7*7X 

vwaBtt^^x^ffiasfTofc (isp 5 3) . unc 

[0 14 6] ISP 5 4S.UCK2 1 (a) \Z^~T 

mi 6©< >?>?x.y bs\y h*2 2a>£>«:fflU 
1S2 0 2 ©iKA^— ->ya;ft*frofc. JlteWft 
'f>i'yiyhA-yH , ©affl*Sli@l 1 02. 03X 20 
«0 4K^bfc#ffi£/HV>fc. ^-©M*^ X!S (It 
orr) tgfi, 2 0#£V>5&#Tigj&£|SfcSb 
(ISP 5 5) . ■?-©&, A^,*, 2 0^ 

-h±) , i o#©8fca&3Kck?K &ytmm<>ptft 

$bftVV[EJLaAJI2 2 0*J£/£bfc (ISP 5 6) . 
JgJ?ra;4 0 nim?$^ft. 

[0 14 7] ^ClC, ISP 5 725:1*02 1 (b) \Z^T 
£?\Z, S-7w;U^Xk^>h«g^rt©iEaffiA®2 2 

ic&Gf&tmjM >#zmitiLtz. z.z.-ch. &&%® 30 

ffl-f >^(i, 08©^>^i?i7 hgf 1 6©-f >7v> 
xy h'Ny H 2 2#>£l£ajU SSfc-f >i7'Jx.y 
yHCii^SHBl. 0 2, 03X«04»C^Ufc* 

[0148] &ytmm-f>?<?>mifi'&. Alitor 

r) 4", &fi. 2 0^tV^^{4=T^*l^*L (I 

spss) ., mvTg.m&mn.'p. lsot, 415010 40 

«MaaeJ:D*«flsa*TRe»3tJH2 0 3R#:tfGfi 
fB3fcH2 0 3 G*»J*bfc (ISP 5 9). ®|J?«5 0 

[0 14 9] fcfc, »3t»*»l*-r*WfciE3fLaEAJB2 

2 o\zmm#zt7aujj-tf>jsz.77X-?<Dmtii7 

yX-vtikmZftvTh&K. HftlCfc?), JE7L&A/S2 
©KV»*«EL81Sfi«T*«. 50 



[0 15 0] *t, ISP 6 O&Ztm 2 1 (c)K^T 
•fcplc. B69B3ttJS2 0 3B«&fc*£*-fe;H*0Rfi 
%3tH2 0 3 R. G£%ft®2 0 3 GXtfIEJL£AJB2 
2 0CO±Jra*aT^Ufc. CinjCit). R, G, B© 
3JKfi«#jfc-r*0*fr&'f. Rfif8}fcJg2 0 3 RW 
GfiJB3t»2 0 3GtA'>^2 0 5 <h©g:g£110T¥ 

-h&nmzVi<Z.tili-V%Z>. BfiM12 0 3 B© 
flWftHSETSUfcT?, Bfi»3ttJi2 0 3 BttRfi»5t 
12 0 3 RXXtGOmOM 2 0 3 G t ©ffl®^3fi»C*5V^ 

[0 15 1] 6Ub0«k5fcBfi$Sft/g2 0 3 BOJgjBfc^ 

0 3 RRtfG&fgftJi 2 0 3 G0#*fctt£ra«©'f >7 
[0 15 2] f©t, ISP6 lAtfH2 1 (d) \Zm 

■*\t3fc, ^rsj«@2 l 3$^fig-rs^t»c«fci9. ss 

tt5EL«12 0 1 £8Ji£bfc. *ffl)«&2 1 3»M- 
ftiWIII?*5l§i:tt, MAif.- Mg, Ag, A 
1, LI«Wftl/T, X/V^ft^ir^o 
&jaWttfeJBV»T#*T#*. Sfc, *fft*®2 1 3** 

7 * h U 7 y 9 7 ■< t V» o fcA^ >£T¥tt * 

[0 15 3] eU:fcRWb&EL««CDMfi:frSfeRtfai 
T@L 02, 0 3X«0 4^(Cl*bfcfelffll^^ggffl 

b&©T, 02 u;^it5#ob:^t;n*)CDiEaftA 

@2 2 0S.OtR, G, B£-fefgftJI2 0 3R, 2 03 
G, 2 0 3 BH •f>?i?iyhA^H2 2 (01# 
M) ©lim©±^Xlc«koT^$n-&©-t?«7S:< 

ft%m\*mts.z>;X)Vif)i--7\z®,-?z>m&<n;X)v 2 

7l:ioTnlsI, ^Jx.«4[hI. S^aT-f :>7tttti£gtt 
«dilcJ;0^comptc^fig$n-5. ^cofcfe. (Sic 

*sss:©yx;i'2 7m»t*5^T-f ^i/ttmajc/N^^^** 

H©583tt»*»tt S¥iB W fc ^-1^1" S Z. t ^T?^r -5 . 
d©Clt«. 02 1 (d) ©E L£@2 0 1 t£i5V*T, 

[0 15 4] Sfe, *HM^SI©Eb^®©©jg*teS 
0!®iigST(3, 08 \Z^T-f >i/Px.y hgil6$ 
ffl^SitiatK >iri?3iy h^\y K2 2 
>^ttmiC«k-pTR. G, B©&fe^hf7-tr;i/^JB^ 
T-5©-e, 7* h'jy^7 7^-feSrfflV^^te©j:p 
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CO 1 5 5] (-£©<dl©!y«M) £Ub> #*bV»£!fi 

©flSBrtTa^K&gTf^S. 

[0 15 6] 08JU/09 ^bfc*7-7-r 

^©fijfiSinrtt, -f>^J>ij» h^yy H 2 2 

*^x^»*"a-Tawg i 2 *±3iaEb. ssi2* 

*5?xs> KyH22l:it>TSSi 2 £gttg-f 3 c: 10 
[0 15 7] *fc. ±fH^Jfi^@IT«. ffi«*T©** 

jc»*3pjfflbT-f >^*ttta-r*«Bfi©-f >^s?xy h 

■^y H*fflV»fc**, *&©ffltt©*ift©-f >*S>xy h's . 

jct?v»To*«wbfc*», ^**^[S]ti'j^aE*rsjto 

^ww, £«<&&««©•«»», sitttttm. 
teii l &m<Dm&-?j&Rzf®&mw. EL&B©sssto5-& 

WflH6H©-«i:bTaiSlf 6tl*. MH*6HtajS* 

«*mfcbTtt, «R«©»«*±ic»i«-r*Kjitfc* 
*«©g««m. »«**m. xti^iWMm* 1 *©- 

«tbT*»f6n*. ±E*K»t8T?tt, fflfffi© 

fc» r-f>^i? X y H\v h*J tl?«bT*&38«, £© 

ttBi^^n-r, ta»«>EL$B3fcsm, >u**f 

f2*!S^ffi©S!lift*teiC«fcO®ifi$nfc?$ft^E, EL 

sea. m^m^mum. mrnm-3>\z*-9mt.» 

[0 15 8] 

[xnottju *ftm\z&*z?--7<()Vi?v>w&5m 



) #58 2 002-221617 

36 

K»j«;£tt*©T. mz&fk<D ; x^mzte^Ti y$ 
x u * > k m nmm\z n ? y * a<£ b « z. t £ »± -c 

[0 15 9] *»»tt'f>^fi*;K9Htffl 

[0160] *&w\zmz>m£hmm<D$i&j]m%. 

IW^i?!*^ h-^y K©llS©£jlEfc«fcoTJ&J*$:tt 

mm\zA7y*ifi±vzz\£>£m±-c&, -tna, 

[0 16 1] *«^»C«SELStt©»ifi>&Jia 
tf§lig8BKJ:n«, «-fe*£4?-fe;Wi©R. G. B© 
&fef&#Jgtt-f >9Vx.y h^y F© 1 E©£jfc3KfcJ: 

?Tf^n5ctii&<T. ■*tt&©#fiSBtJBa:ft 
& * / zf \zmt « ttft © >> x;nc i o 

^©fci&, <Elt*|^:©yX;i/Wlc45ViT-r >^ttUl 

dt^T^> d©i^*, 6tr6©«ev»iieaJEc*5-** 

[0 16 2] *«W©EL^fa©«3g^feRl/ai 
ifigBTIi, -f ^-7i«; h'Ny H€rfflV^fc-f >^tttil 

ici-pTR, g, B©s-fi^t;i7-fe;p>£^-r-g.© 

&I8*«Si&»%>*<, tfMjftStSCtfe 

[0 16 3] ^BJfC^^-f >^-^xy h'Vy h* 

©©JWgeiCitttf. <@>!r©fiA>->«-f >{7~Jx.y 
V\y H©1 0©^gl::<fcoT^JE&$ft5©Tte&< 

t. &ni©feA^->«s^«>yx;vy;i'-y^M-r 
KJ:DBf«©J8WC»jasn*©Tr. iSir1itSc©/X;u 
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[0 164] ^nir«to, yt¥mtttVT<D*7-7j 

)V?\Z&VZ>&A?->£LTe>R, G, B&fi^JU 

->tUT©R, G, BSgftJI^JEJUSAJIfc^BftK 

^ -fc jgJPT^-T 5 £ £ #T £ -5 . 
[0®©fflWctlft^] 10 
[01] *S8Wc&5#7-7^;U*©ffi£*S©-fli 

[02] *5!Bjic^s^7-7^;i/^©M3a^OftiiC73 

[03] 2tcf8^»c«s*5-7^;i/^cD©ifi^few$e, 

ic to©HJ£^^ cd^SIS Sr^H*) IC^-T ¥B 0-t? * 
•5. 

[04] *^Hj^s*7-7^;v^©ffit3fi*^cD$e. 
^■ftfi©lllfi^©3ESiS*«Se<)»r^-r¥B0-c* 

5. 20 

[0 5] *mm\zmz>*>7-7 4 ;k*©— nm&mRtf 

[06] 05 (a) ©V I -V I»fc«£-3&WH«a-* 
A V»T# 7-7^J^ OSjfixa&^Wfc^f 0T* 
*. ■ 

[07] #7 — ^.H/^IC&W-SR, G, B3gC9^$ 

tf^-fe;v©E^*^-r0t?afe*. 
[0 8] *^ic«s*7-7^;u^©ssia^e. 

hg®©-#§»ij^£^-r#4«0-t?&5. 

[0 9] 0 8 ©gfi©£Sffl5£ifc*; LT^-r£tta0T& 

5. . 

[010] 0 9©g®©£ggBT&3'f >i7v>xy 
y K£}£*LTj*T#«10Ti&*>. 
[01 1] -f>^i>x? h^y F©efc^0J&5*-r£M5i0 

ra& -5. 

[012] -f >*S?xy h'Sy K©rtS5filjfiSr^-r0T 
*oT, (a) tt— ffitt0rft&B£a%U (b) tt 40 

(a) ©j - j mz^itmrnmrn^-r. 

[013] <f>03?xy b-^y \*<Dm<0&&M&7<p-t¥- 
S0T&5. 
[014] 08©^ >9i?x.y 

[015] 0 1 4<DmWfc\Z£-oT$ift2n2>fflffl<Dffi. 
[016] -f >&*?xy h-^y h*©£ 5l::fl!l©3fc^0»l£ 

^•T^«00-r*5. 

[01 7] *»Wt^*«taS®©©ifi^©-Hlfi}g 50 



^£^-fig0-e&5. 

[018] *»HKff*tt»g«©KjB#ttK«fct>T« 

5. 

[019] 018 K^ltS I X - I X^lr^oT?S?ffig 
ffi©Wffi^ifi«:*-r»f®0T*-5. 

[020] *&tmzmz>ELmm<om&j3&<D-%MM 

^£5rfIf§0T<&3. 

[02 1] 0 2 0 »C^-rxS0frMJtx-r§ELg®©»f 
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